
Push-in fittings
brass nickel-plated

Characteristics Specifications

material

thread

operating pres-
sure

temperature

sealing surface

hose material

hose outside

diameter

medium

field of applica-
tion

	Cost-cutting due to quick 
	 assembly and disassembly 

	Minimal contraction of the 
	 cross section compared to 
	 the inside diameter of the 
	 plastic hose

	High pressure range 
	 up to max. 15 bar

	Applicable with gases, 
	 liquids or vacuum

	High safety 
	 due to profile packing

	O-ring sealing 
	 at the thread

	Stainless steel clamping 
	 collet

	Applicable with plastic 
	 hoses, copper-, steel-, 
	 and stainless steel pipes

	Brass nickel-plated type 
	 equipped with optimal 
	 surface protection

brass nickel-plated

metrical 
BSP-thread 
conical

max. 15 bar, vacuum up to 99%

- 18 to + 70 °C

cylindrical type with implanted o-ring in the housing 
conical type with elastomer seal ring

PU	 =	 polyurethane outside diameter calibrated 
PA	 =	 polyamide outside diameter calibrated 
PE	 =	 polyethylene outside diameter calibrated 
 
 
4 mm bis 14,0 mm 
 
compressed air, gases, rough vacuum, liquids. 
Pay attention to the chemical resistance of the 
materials used. 
 
typical pneumatic applications
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SERIES

B10 „the red series“

Assembly

Design: 
brass, nickel plated

1	 body – brass nickel-plated
2	 assembly ring – POM
3	 bush – brass nickel-plated
4	 clamping collet – stainless steel
5	 retaining ring – brass, nickel- 
		                plated
6	 profile seal – NBR 70
7	 seal ring – rubber mix
8	 o-ring – NBR

15

B10

price query on:

pneumatikshop.de



16 Technical and visual modifications are reserved.

Series B10 Push-in fittings - brass nickel-plated
especially for calibrated plastic hosesB10

Straight male fitting - cylindrical
with o-ring sealing

brass nickel-plated

order-no. type thread
hose 

outer ø
B C L SW1 SW2 VPE

Straight male fitting - conical, round
with elastic sealing

brass nickel-plated

order-no. type thread
hose 

outer ø
B C L SW VPE

Straight female fitting brass nickel-plated

Bestell-Nr type thread
hose outer 

ø
B L SW VPE

03015006 B-GE-3-M5-MSv M5 3 4 8 19,0 8 2 10
03015007 B-GE-4-M5-MSv M5 4 4 8 21,0 10 2 10
03017009 B-GE-4-1/8-MSv G1/8 4 6 13 20,0 10 3 10
03016005 B-GE-4-1/4-MSv G1/4 4 8 16 19,5 16 3 10
03011022 B-GE-5-M5-MSv M5 5 4 8 23,5 12 2 10
03013024 B-GE-5-1/8-MSv G1/8 5 6 13 22,0 12 4 10
03018027 B-GE-6-M5-MSv M5 6 4 10 24,5 13 2 10
03010029 B-GE-6-1/8-MSv G1/8 6 6 13 23,5 13 4 10
03017030 B-GE-6-1/4-MSv G1/4 6 8 16 23,5 13 4 10
03017031 B-GE-6-3/8-MSv G3/8 6 9 20 25,0 13 4 10
03017032 B-GE-6-1/2-MSv G1/2 6 10 25 27,0 13 4 10
03015038 B-GE-8-1/8-MSv G1/8 8 6 13 25,0 14 5 10
03011039 B-GE-8-1/4-MSv G1/4 8 8 16 23,0 14 6 10
03014040 B-GE-8-3/8-MSv G3/8 8 9 20 24,0 14 6 10
03014041 B-GE-8-1/2-MSv G1/2 8 10 25 26,5 14 6 10
03012048 B-GE-10-1/4-MSv G1/4 10 8 16 30,5 17 6 10
03018049 B-GE-10-3/8-MSv G3/8 10 9 20 27,5 17 8 10
03018050 B-GE-10-1/2-MSv G1/2 10 10 25 27,0 17 8 5
03018051 B-GE-12-1/4-MSv G1/4 12 8 16 34,5 20 6 5
03019061 B-GE-12-3/8-MSv G3/8 12 9 20 34,0 20 8 10
03015062 B-GE-12-1/2-MSv G1/2 12 10 25 31,0 22 10 10
03181296 B-GE-14-3/8-MSv G3/8 14 9 20 35,0 21 10 5
03180210 B-GE-14-1/2-MSv G1/2 14 10 25 32,0 22 10 5

03062008 B-GA-4-M5-MSv M5 4 5,5 21.0 11 10
03062009 B-GA-4-1/8-MSv G1/8 4 8,5 24,0 13 10
03068024 B-GA-5-1/8-MSv G1/8 5 8,5 26,5 13 10
03065029 B-GA-6-1/8-MSv G1/8 6 8,5 26,0 13 10
03062030 B-GA-6-1/4-MSv G1/4 6 11,0 29,5 16 10
03060038 B-GA-8-1/8-MSv G1/8 8 8,5 27,0 15 10
03066039 B-GA-8-1/4-MSv G1/4 8 11,0 29,5 17 10
03066040 B-GA-8-3/8-MSv G3/8 8 12.0 32.0 18 10
03066041 B-GA-10-1/4-MSv G1/4 10 11.0 32.0 18 10
03066042 B-GA-10-3/8-MSv G3/8 10 12.0 33,5 19 10
03066043 B-GA-10-1/2-MSv G1/2 10 15.0 39.0 24 10
03066044 B-GA-12-3/8-MSv G3/8 12 12.0 36.0 21 10
03066045 B-GA-12-1/2-MSv G1/2 12 15.0 41.0 24 10

03010004 B-GEr-4-M5-MSv M5 4 4.0 10 21,0 2 10
03010005 B-GEkr-4-1/8-MSv R1/8 4 5,5 11 18,0 3 10
03010010 B-GEr-6-M5-MSv M5 6 4.0 12 24,5 2 10
03010006 B-GEkr-6-1/8-MSv R1/8 6 5,5 12 21,5 4 10
03010007 B-GEkr-6-1/4-MSv R1/4 6 5,5 14 21,0 4 10
03010008 B-GEkr-8-1/8-MSv R1/8 8 5,5 14 25,5 5 10
03010009 B-GEkr-8-1/4-MSv R1/4 8 7.0 14 22,5 6 10



17Technical and visual modifications are reserved.

Series B10Push-in fittings - brass nickel-plated
especially for calibrated plastic hoses B10

Male elbow fitting - cylindrical
pressureless adjustable - with o-ring sealing

brass nickel-plated

order-no. type thread
hose 

outer ø
B L1 L2 SW1 SW2 VPE

Male elbow fitting - cylindrical - long
pressureless adjustable - with o-ring sealing

brass nickel-plated

order-no. type thread
hose 

outer ø
B L1 L2 SW1 SW2 VPE

Straight male plug
with o-ring sealing

brass nickel-plated

order-no. type thread
hose 

outer ø
B L L1 SW VPE

03037522 B-GES-4-M5-MSv M5 4 4 24,0 15,0 8 10
03039524 B-GES-4-1/8-MSv G1/8 4 6 26,5 15,0 13 10
03030526 B-GES-5-M5-MSv M5 5 4 26,0 17,0 8 10
03036529 B-GES-5-1/8-MSv G1/8 5 6 28,5 17,0 13 10
03030530 B-GES-5-1/4-MSv G1/4 5 8 31,0 17,0 16 10
03030531 B-GES-6-M5-MSv M5 6 4 26,0 17,0 8 10
03031538 B-GES-6-1/8-MSv G1/8 6 6 28,5 17,0 13 10
03037539 B-GES-6-1/4-MSv G1/4 6 8 31,0 17,0 16 10
03032547 B-GES-8-1/8-MSv G1/8 8 6 29,5 18,0 13 10
03038548 B-GES-8-1/4-MSv G1/4 8 8 32,0 18,0 16 10
03030549 B-GES-8-3/8-MSv G3/8 8 9 33,5 18,0 20 10
03032554 B-GES-10-1/8-MSv G1/8 10 10 33,5 22 13 10
03036552 B-GES-10-1/4-MSv G1/4 10 8 36,0 22,0 16 10
03032553 B-GES-10-3/8-MSv G3/8 10 9 37,5 22,0 20 10
03030560 B-GES-12-1/4-MSv G1/4 12 8 38,5 24,5 16 10
03035561 B-GES-12-3/8-MSv G3/8 12 9 40,0 24,5 20 10

03185506 B-WEd-3-M5-MSv M5 3 3,5 16,5 17,5 9 8 10
03185507 B-WEd-4-M5-MSv M5 4 3,5 18,0 17,5 9 8 10
03187509 B-WEd-4-1/8-MSv G1/8 4 5,5 18,0 18,0 9 13 10
03187510 B-WEd-4-1/4-MSv G1/4 4 7.0 18.0 18.0 9 13 10
03181522 B-WEd-5-M5-MSv M5 5 3,5 20,0 20,0 11 11 10
03183524 B-WEd-5-1/8-MSv G1/8 5 5,5 20,0 20,0 11 13 10
03180527 B-WEd-6-M5-MSv M5 6 3,5 21,0 20,0 11 11 10
03180529 B-WEd-6-1/8-MSv G1/8 6 5,5 21,0 20,0 11 13 10
03187530 B-WEd-6-1/4-MSv G1/4 6 7,0 21,0 21,5 11 16 10
03185538 B-WEd-8-1/8-MSv G1/8 8 5,5 22,5 21,0 12 13 10
03181539 B-WEd-8-1/4-MSv G1/4 8 7,0 22,5 21,5 12 16 10
03184540 B-WEd-8-3/8-MSv G3/8 8 8,0 22,5 23,5 12 20 10
03184541 B-WEd-8-1/2-MSv G1/2 8 9,5 22,5 25,0 12 25 5
03182548 B-WEd-10-1/4-MSv G1/4 10 7,1 26,5 24,3 14 16 10
03188549 B-WEd-10-3/8-MSv G3/8 10 8,0 26,5 25,0 14 20 10
03180550 B-WEd-10-1/2-MSv G1/2 10 9,5 26,5 26,5 14 25 10
03188568 B-WEd-12-3/8-MSv G3/8 12 8,0 31,5 27,0 16 20 10
03184569 B-WEd-12-1/2-MSv G1/2 12 9,5 31,5 38,5 16 25 10
03181569 B-WEd-14-3/8-MSv G3/8 14 8,0 31,5 27,5 16 20 5
03180217 B-WEd-14-1/2-MSv G1/2 14 9,5 31,5 29,0 16 25 10

03190405 B-WEdl-4-1/8-MSv G1/8 4 5,5 18,0 30,0 9 12 10
03190404 B-WEdl-4-1/4-MSv G1/4 4 7.0 18.0 32.0 9 15 10
03190414 B-WEdl-5-1/8-MSv G1/8 5 5,5 20,0 34,5 11 12 10
03190400 B-WEdl-6-1/8-MSv G1/8 6 5,5 21,0 34,5 11 12 10
03190401 B-WEdl-6-1/4-MSv G1/4 6 7,0 21,0 36,0 11 15 10
03190402 B-WEdl-8-1/8-MSv G1/8 8 5,0 23,0 37,5 12 12 10
03190403 B-WEdl-8-1/4-MSv G1/4 8 7,0 22,5 38,0 12 15 10
03190407 B-WEdl-8-3/8-MSv G3/8 8 8,0 22,5 40,5 12 18 10
03190406 B-WEdl-10-1/4-MSv G1/4 10 7,0 26,5 45,0 14 16 10
03190418 B-WEdl-10-3/8-MSv G3/8 10 8,0 26,5 44,5 14 18 10



18 Technical and visual modifications are reserved.

Series B10 Push-in fittings - brass nickel-plated
especially for calibrated plastic hosesB10

Male T-fitting - cylindrical
pressureless adjustable - with o-ring sealing

brass nickel-plated

order-no. type thread
hose 

outer ø
B L1 L2 SW1 SW2 VPE

Straight connector brass nickel-plated

order-no. type hose outer ø L B VPE

Male L-fitting - cylindrical
pressureless adjustable - with o-ring sealing

brass nickel-plated

order-no. type thread
hose 

outer ø
B L1 L2 SW1 SW2 VPE

03272506 B-LEd-3-M5-MSv M5 3 3,5 16,5 17.0 9 8 10
03272507 B-LEd-4-M5-MSv M5 4 3,5 17,0 18,0 9 8 10
03274509 B-LEd-4-1/8-MSv G1/8 4 5,5 17,0 18,5 9 13 10
03274510 B-LEd-4-1/4-MSv G1/4 4 7.0 17.0 20.0 9 16 10
03278522 B-LEd-5-M5-MSv M5 5 3,5 20,0 20,5 11 11 10
03270524 B-LEd-5-1/8-MSv G1/8 5 5,5 20,0 20,5 11 13 10
03270059 B-LEd-6-M5-MSv M5 6 3,5 21,0 20,5 11 8 10
03277529 B-LEd-6-1/8-MSv G1/8 6 5,5 21,0 20,5 11 13 10
03274530 B-LEd-6-1/4-MSv G1/4 6 7,0 21,0 22,0 11 16 10
03272538 B-LEd-8-1/8-MSv G1/8 8 5,5 22,5 22,5 13 13 10
03278539 B-LEd-8-1/4-MSv G1/4 8 7,0 22,5 23,0 13 16 10
03278540 B-LEd-8-3/8-MSv G3/8 8 8.0 22,5 35.0 13 20 10
03278541 B-LEd-8-1/2-MSv G1/2 8 9,5 22,5 26,5 13 25 10
03279548 B-LEd-10-1/4-MSv G1/4 10 7,0 26,5 37,0 14 16 10
03275549 B-LEd-10-3/8-MSv G3/8 10 8,0 26,5 26,5 14 20 10
03270462 B-LEd-10-1/2-MSv G1/2 10 9,5 26,5 28,0 14 25 5
03276561 B-LEd-12-3/8-MSv G3/8 12 8,0 31,5 29,5 16 20 10
03270471 B-LEd-12-1/2-MSv G1/2 12 9,5 31,5 31,0 16 25 5

03079006 B-GV-3-MSv 3 26.0 8,5 10
03079007 B-GV-4-MSv 4 30,5 10,5 10
03075022 B-GV-5-MSv 5 33,0 11,5 10
03072027 B-GV-6-MSv 6 34,0 12,5 10
03079038 B-GV-8-MSv 8 36,0 14,5 10
03070047 B-GV-10-MSv 10 42,0 17,5 10
03076067 B-GV-12-MSv 12 47,0 20,5 10
03070512 B-GV-14-MSv 14 49,0 21,5 5

03361006 B-TEd-3-M5-MSv M5 3 3,5 33.0 17.0 9 8 10
03361007 B-TEd-4-M5-MSv M5 4 3,5 34,0 18,0 9 8 10
03363009 B-TEd-4-1/8-MSv G1/8 4 5,5 34,0 18,5 9 13 10
03363010 B-TEd-4-1/4-MSv G1/4 4 7.0 34.0 20.0 9 16 10
03363035 B-TEd-5-M5-MSv M5 5 3,5 40,0 20,5 11 11 10
03369024 B-TEd-5-1/8-MSv G1/8 5 5,5 40,0 20,5 11 13 10
03363037 B-TEd-6-M5-MSv M5 6 3,5 42,0 20,5 11 11 10
03366029 B-TEd-6-1/8-MSv G1/8 6 5,5 42,0 20,5 11 13 10
03363030 B-TEd-6-1/4-MSv G1/4 6 7,0 42,0 22,0 11 16 10
03361038 B-TEd-8-1/8-MSv G1/8 8 5,5 45,0 23,5 13 13 10
03367039 B-TEd-8-1/4-MSv G1/4 8 7,0 45,0 24,0 13 16 10
03367040 B-TEd-8-3/8-MSv G3/8 8 8.0 45.0 26.0 13 20 10
03367041 B-TEd-8-1/2-MSv G1/2 8 9,5 45.0 27,5 13 25 10
03368048 B-TEd-10-1/4-MSv G1/4 10 7,0 53,0 27,5 14 16 10
03364049 B-TEd-10-3/8-MSv G3/8 10 8,0 53,0 27,0 14 20 10
03368049 B-TEd-10-1/2-MSv G1/2 10 9,5 53,0 28,5 14 25 10
03364068 B-TEd-12-3/8-MSv G3/8 12 8,5 62,5 27,5 16 20 10
03360069 B-TEd-12-1/2-MSv G1/2 12 7,5 62,5 31,0 16 25 5
03360243 B-TEd-14-3/8-MSv G3/8 14 8,0 62,5 29,5 16 20 5
03360244 B-TEd-14-1/2-MSv G1/2 14 9,5 62,5 31,0 16 25 5
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Series B10Push-in fittings - brass nickel-plated
especially for calibrated plastic hoses B10

Elbow connector brass nickel-plated

order-no. type
Schlauch 
Außen ø

L SW VPE

T-connector brass nickel-plated

order-no. type
hose outer ø

L1 L2 SW VPE

Y-connector brass nickel-plated

order-no. type
hose outer ø

A L SW VPE

Straight bulkhead connector brass nickel-plated

order-no. type Schlauch ø M L SW A max VPE

Straight connector - reduced brass nickel-plated

order-no. type
hose outer ø

L B VPE

03070001 B-GVr-6-4-MSV 6 - 4 32.0 12,5 10
03070002 B-GVr-8-6-MSV 8 - 6 35.0 14,5 10
03180252 B-GVr-10-8-MSv 10 - 8 40,5 17,5 5
03180253 B-GVr-12-10-MSv 12 - 10 45,5 20,5 5

03440000 B-Y-2x3-3-MSv 3 10.0 29.0 11 10
03440001 B-Y-2x4-4-MSv 4 11,0 32,0 11 10
03442075 B-Y-2x5-5-MSv 5 13,5 35,0 13 10
03440002 B-Y-2x6-6-MSv 6 13,5 36,5 13 10
03440003 B-Y-2x8-8-MSv 8 15,5 41,0 15 10
03180262 B-Y-2x10-10-MSv 10 18,5 48.0 18 10

03105006 B-GSV-3-MSv 3 M10 x 1 26.0 14 5.0 10
03105007 B-GSV-4-MSv 4 M12 x 1 31,5 17 7,0 10
03101022 B-GSV-5-MSv 5 M14 x 1 33,0 17 7,0 10
03108027 B-GSV-6-MSv 6 M14 x 1 35,0 17 9,5 10
03105038 B-GSV-8-MSv 8 M16 x 1 37,0 19 10,5 10
03106047 B-GSV-10-MSv 10 M20 x 1 43,0 24 12,5 10
03102067 B-GSV-12-MSv 12 M22 x 1 48,0 26 16,5 10

03218506 B-WV-3-MSv 3 17.0 9 10
03218507 B-WV-4-MSv 4 17,0 9 10
03214522 B-WV-5-MSv 5 20,0 11 10
03211527 B-WV-6-MSv 6 21,0 11 10
03218538 B-WV-8-MSv 8 22,5 13 10
03219547 B-WV-10-MSv 10 26,5 16 10
03215567 B-WV-12-MSv 12 30,5 19 10
03180256 B-WV-14-MSv 14 32,5 19 10

03403006 B-TV-3-MSv 3 34.0 17.0 9 10
03403007 B-TV-4-MSv 4 34,0 17,0 9 10
03409022 B-TV-5-MSv 5 40,0 20,0 11 10
03406027 B-TV-6-MSv 6 42,0 21,0 11 10
03403038 B-TV-8-MSv 8 45,0 22,5 13 10
03404047 B-TV-10-MSv 10 53,0 26,5 16 10
03408060 B-TV-12-MSv 12 61,0 30,5 19 10
03180259 B-TV-14-MSv 14 65,5 32,5 19 5
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Series B10 Push-in fittings - brass nickel-plated
especially for calibrated plastic hosesB10

Straight reducer plug brass nickel-plated

order-no. type A B L VPE

Locking plug plastic

order-no. type L D VPE

Injection cartridge brass

order-no. type
Schlauch 
Außen ø

D H1 H2 VPE

Step drill for injection cartridges brass nickel-plated

order-no. type Einpress-Patrone Schaft ø VPE

03049010 B-GRZ-5-4-MSv 5 4 32,0 10
03044012 B-GRZ-6-4-MSv 6 4 30,0 10
03040013 B-GRZ-6-5-MSv 6 5 34,5 10
03040014 B-GRZ-8-4-MSv 8 4 32,5 10
03048022 B-GRZ-8-6-MSv 8 6 34,5 10
03048023 B-GRZ-10-4-MSv 10 4 31,5 10
03045033 B-GRZ-10-8-MSv 10 8 38,5 10
03045034 B-GRZ-12-8-MSv 12 8 39,5 5

03910027 B-VS-3-KU 18,0 3 10
03910016 B-VS-4-KU 23,5 4 10
03910021 B-VS-5-KU 24,5 5 10
03910017 B-VS-6-KU 24,5 6 10
03910018 B-VS-8-KU 26,0 8 10
03910019 B-VS-10-KU 28,5 10 10
03910020 B-VS-12-KU 30,5 12 10

03908004 B-EPP-4-MSv-A 4 8,70 8,7 9,6 10
03908005 B-EPP-5-MSv-A 5 9,75 9,6 6,3 10
03908006 B-EPP-6-MSv-A 6 10,75 10,4 6,9 10
03908018 B-EPP-8-MSv-A 8 12,70 10,4 6,9 10
03908010 B-EPP-10-MSv-A 10 15,70 12,5 8,5 10
03908012 B-EPP-12-MSv-A 12 18,30 14,3 9,5 10

03910030 B-SB-4-St-A 4 10 1
03910031 B-SB-5-St-A 5 12 1
03910032 B-SB-6-St-A 6 12 1
03910033 B-SB-8-St-A 8 12 1
03910034 B-SB-10-St-A 10 16 1
03910035 B-SB-12-St-A 12 16 1
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Series B10Push-in fittings - brass nickel-plated
especially for calibrated plastic hoses B10

Elbow banjo ring piece
for banjo bolts series “A-H”

brass nickel-plated

order-no. type
für

thread
hose outer 

ø
B L SW VPE

Elbow banjo ring piece - cylindrical
single with banjo bolt

brass nickel-plated

order-no. type thread
hose outer 

ø
B L SW VPE

Assembly tool for injection cartridges steel zink plated

order-no. type für Einpress-Patrone VPE

03910040 B-MH-4-St-A 4 1
03910041 B-MH-5-St-A 5 1
03910042 B-MH-6-St-A 6 1
03910043 B-MH-8-St-A 8 1
03910044 B-MH-10-St-A 10 1
03910045 B-MH-12-St-A 12 1

03639006 B-WS-3-M5-MSv M5 3 12,5 19.0 - 10
03639007 B-WS-4-M5-MSv M5 4 12,5 20,0 - 10
03631009 B-WS-4-1/8-MSv G1/8 4 15,0 21,5 14 10
03635022 B-WS-5-M5-MSv M5 5 12,5 20,0 - 10
03637024 B-WS-5-1/8-MSv G1/8 5 15,0 21,5 14 10
03637025 B-WS-5-1/4-MSv G1/4 5 17,0 24,5 18 10
03632052 B-WS-6-M5-MSv M5 6 12,5 20,5 - 10
03634029 B-WS-6-1/8-MSv G1/8 6 15,0 22,0 14 10
03631030 B-WS-6-1/4-MSv G1/4 6 17,0 25,0 18 10
03639038 B-WS-8-1/8-MSv G1/8 8 15,0 24,0 14 10
03635039 B-WS-8-1/4-MSv G1/4 8 17,0 26,0 18 10
03638040 B-WS-8-3/8-MSv G3/8 8 20,0 28,0 21 10
03636048 B-WS-10-1/4-MSv G1/4 10 17,0 29,0 18 10
03632049 B-WS-10-3/8-MSv G3/8 10 20,0 30,5 21 10
03633061 B-WS-12-3/8-MSv G3/8 12 20,0 32,5 21 10

03637507 B-WSH-4-M5-MSv M5 4 19,0 22 8 10
03639509 B-WSH-4-1/8-MSv G1/8 4 21,0 28 14 10
03633522 B-WSH-5-M5-MSv M5 5 20,0 22 8 10
03635524 B-WSH-5-1/8-MSv G1/8 5 21,5 28 14 10
03635525 B-WSH-5-1/4-MSv G1/4 5 24,5 32 17 10
03630422 B-WSH-6-M5-MSv M5 6 20,5 22 8 10
03632529 B-WSH-6-1/8-MSv G1/8 6 22,0 28 14 10
03639530 B-WSH-6-1/4-MSv G1/4 6 25,0 32 17 10
03637538 B-WSH-8-1/8-MSv G1/8 8 24,0 28 14 10
03633539 B-WSH-8-1/4-MSv G1/4 8 26,0 32 17 10
03636540 B-WSH-8-3/8-MSv G3/8 8 28,0 36 19 10
03634548 B-WSH-10-1/4-MSv G1/4 10 29,0 32 17 10
03630549 B-WSH-10-3/8-MSv G3/8 10 30,5 36 19 10
03630568 B-WSH-12-3/8-MSv G3/8 12 32,5 36 19 10
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Series B10 Push-in fittings - brass nickel-plated
especially for calibrated plastic hosesB10

T-banjo ring piece
for banjo bolts series “A-H”

brass nickel-plated

order-no. type
für

thread
hose outer 

ø
B L SW VPE

T-banjo ring piece - cylindrical
single with banjo bolt

brass nickel-plated

order-no. type thread
hose outer 

ø
B L SW VPE

Manifold block - fivefold, standard aluminium

order-no. type thread
hose 

outer ø
C D L L1 L2 VPE

Release tool steel steel

order-no. type einsetzbar für Schlauch ø VPE

03675007 B-TS-4-M5-MSv M5 4 12,5 38 8 10
03677009 B-TS-4-1/8-MSv G1/8 4 15,0 42 14 10
03673024 B-TS-5-1/8-MSv G1/8 5 15,0 43 14 10
03677011 B-TS-5-1/4-MSv G1/4 5 17,0 49 18 10
03670029 B-TS-6-1/8-MSv G1/8 6 15,0 44 14 10
03677030 B-TS-6-1/4-MSv G1/4 6 17,0 50 18 10
03675038 B-TS-8-1/8-MSv G1/8 8 15,0 48 14 10
03671039 B-TS-8-1/4-MSv G1/4 8 17,0 52 18 10

03673507 B-TSH-4-M5-MSv M5 4 38 22 8 10
03675509 B-TSH-4-1/8-MSv G1/8 4 42 28 14 10
03677035 B-TSH-5-1/8-MSv G1/8 5 43 28 14 10
03677013 B-TSH-5-1/4-MSv G1/4 5 49 32 17 10
03678529 B-TSH-6-1/8-MSv G1/8 6 44 28 14 10
03675530 B-TSH-6-1/4-MSv G1/4 6 50 32 17 10
03673538 B-TSH-8-1/8-MSv G1/8 8 48 28 14 10
03679539 B-TSH-8-1/4-MSv G1/4 8 52 32 17 10

03903505 B-VT-5x4-2x1/8-AL G1/8 4 15 25 75 12,0 13,5 5
03903506 B-VT-5x6-2x1/8-AL G1/8 6 15 25 90 14,5 16,0 5
03903507 B-VT-5x6-2x1/4-AL G1/4 6 20 30 90 14,5 16,0 5
03903508 B-VT-5x8-2x1/4-AL G1/4 8 20 30 100 16,0 18,0 5

03270523 B-LÖW-4-14-ST 4 bis 14 mm 10
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