
Assembly

brass nickel-plated 
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1 body, brass nickel-plated 
2 clamping collet – stainless steel 
3 release ring, brass nickel-plated 
4 o-ring, NBR silicon free

Push-in fittings

Characteristics Specifications

brass nickel-plated
Available on request in the following versions:

thread 
 

operating pressure

 
 
temperature

sealing surface 
 
 
 
hose material

 
 
hose outside 
diameter 
 
tolerance 
 
medium 
 
 
field of application

 Cost-cutting due to quick
assembly and disassembly 
 Minimal contraction of the 

 cross section compared to 
 the inside diameter of the 
 plastic hose
 High pressure range 
 O-ring sealing 

 at the thread
 Stainless steel clamping 

 collet
 Applicable with plastic

 hoses
 Brass nickel-plated type 

 equipped with optimal 
 surface protection
 Special designs available 

 on request

metric ISO/R 262 
BSP parallel UNI-ISO228 ISO16030 with o-ring 

Ø 4   up to 8   mm max. 15 bar  
Ø 10 up to 14 mm max. 10 bar  
vacuum up to 99%

- 20 up to + 70 °C

cylindrical type with implanted o-ring in the housing 
 
 
 
PU = polyurethane outside diameter calibrated 
PA = polyamide outside diameter calibrated 
PE = polyethylene outside diameter calibrated

4 mm up to 14 mm 
 
 
+/- 0,10 mm 
 
compressed air 
(other fluids on request) 
 
typical pneumatic applications

23

SERIES 

B20

Technical and visual modifications are reserved.

NSF compliant
max. +130°C
short-term +185°C (≤ 0,5 h)

High pressure High temperature:

B20

price query on:

pneumatikshop.de



24 Technical and visual modifications are reserved.

Series B20 Push-in fittings - brass nickel-plated
especially for calibrated plastic hoses

B20

Straight male fitting - cylindrical
with o-ring sealing

brass nickel-plated

order-no. type thread
hose 

outer ø
B C L SW1 SW2 VPE

Straight female fitting - cylindrical 
Internal thread

brass nickel-plated

order-no. type thread
hose outer 

ø
B L SW VPE

SW2B

SW1

A

C

L

SW

A

B

L

Straight male fitting - cylindrical
with o-ring sealing

brass nickel-plated

order-no. type thread
hose 

outer ø
B L L1 SW VPE

BK-GE-...-MSv-NSF

BK-GE-...-MSv

BK-GA-...-MSv
BK-GA-...-MSv-NSF

BK-GES-...-MSv
BK-GES-...-MSv-NSF

03060100 BK-GE-4-M5-MSv M5 4 4 8 21,0 10 2 10
03060101 BK-GE-4-1/8-MSv G1/8 4 6 13 20,0 10 3 10
03060102 BK-GE-4-1/4-MSv G1/4 4 8 16 19,5 16 3 10
03060103 BK-GE-5-M5-MSv M5 5 4 8 23,5 12 2 10
03060104 BK-GE-5-1/8-MSv G1/8 5 6 13 22,0 12 4 10
03060106 BK-GE-6-M5-MSv M5 6 4 10 24,5 13 2 10
03060107 BK-GE-6-1/8-MSv G1/8 6 6 13 23,5 13 4 10
03060108 BK-GE-6-1/4-MSv G1/4 6 8 16 23,5 13 4 10
03060140 BK-GE-6-3/8-MSv G3/8 6 9 20 25,0 13 4 10
03060141 BK-GE-6-1/2-MSv G1/2 6 10 25 27,0 13 4 10
03060110 BK-GE-8-1/8-MSv G1/8 8 6 13 25,0 14 5 10
03060111 BK-GE-8-1/4-MSv G1/4 8 8 16 23,0 14 6 10
03060109 BK-GE-8-3/8-MSv G3/8 8 9 20 24,0 14 6 10
03060142 BK-GE-8-1/2-MSv G1/2 8 10 25 26,5 14 6 10
03060113 BK-GE-10-1/8-MSv G1/8 10 6 13 28,5 16 6 10
03060112 BK-GE-10-1/4-MSv G1/4 10 8 16 30,5 17 6 10
03060114 BK-GE-10-3/8-MSv G3/8 10 9 20 27,5 17 8 10
03060120 BK-GE-10-1/2-MSv G1/2 10 10 25 27,0 17 8 5
03060115 BK-GE-12-1/4-MSv G1/4 12 8 16 34,5 20 6 10
03060116 BK-GE-12-3/8-MSv G3/8 12 9 20 34,0 20 8 10
03060117 BK-GE-12-1/2-MSv G1/2 12 10 25 31,0 22 10 10
03060118 BK-GE-14-3/8-MSv G3/8 14 9 20 35,0 21 10 5
03060119 BK-GE-14-1/2-MSv G1/2 14 10 25 32,0 22 10 5
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.

03060699 BK-GA-4-M5-MSV M5 4 5,5 21,0 11 10
03060700 BK-GA-4-1/8-MSV G1/8 4 8,5 24,0 13 10
03060701 BK-GA-4-1/4-MSV G1/4 4 11,0 27,5 16 10
03060702 BK-GA-5-1/8-MSV G1/8 5 8,5 26,5 13 10
03060704 BK-GA-6-1/8-MSV G1/8 6 8,5 26,0 13 10
03060705 BK-GA-6-1/4-MSV G1/4 6 11,0 29,5 16 10
03060706 BK-GA-8-1/8-MSV G1/8 8 8,5 27,0 15 10
03060707 BK-GA-8-1/4-MSV G1/4 8 11,0 29,5 17 10
03060740 BK-GA-8-3/8-MSV G3/8 8 12,0 32,0 19 10
03060741 BK-GA-10-1/4-MSV G1/4 10 11,0 32,0 18 10
03060742 BK-GA-10-3/8-MSV G3/8 10 12,0 33,5 19 10
03060743 BK-GA-10-1/2-MSV G1/2 10 15,0 39,0 24 10
03060744 BK-GA-12-3/8-MSV G3/8 12 12,0 36,0 21 10
03060745 BK-GA-12-1/2-MSV G1/2 12 15,0 41,0 24 10
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.

03037522 B-GES-4-M5-MSv M5 4 4 24,0 15,0 8 10
03039524 B-GES-4-1/8-MSv G1/8 4 6 26,5 15,0 13 10
03030526 B-GES-5-M5-MSv M5 5 4 26,0 17,0 8 10
03036529 B-GES-5-1/8-MSv G1/8 5 6 28,5 17,0 13 10
03030530 B-GES-5-1/4-MSv G1/4 5 8 31,0 17,0 16 10
03030531 B-GES-6-M5-MSv M5 6 4 26,0 17,0 8 10
03031538 B-GES-6-1/8-MSv G1/8 6 6 28,5 17,0 13 10
03037539 B-GES-6-1/4-MSv G1/4 6 8 31,0 17,0 16 10
03032547 B-GES-8-1/8-MSv G1/8 8 6 29,5 18,0 13 10
03038548 B-GES-8-1/4-MSv G1/4 8 8 32,0 18,0 16 10
03030549 B-GES-8-3/8-MSv G3/8 8 9 33,5 18,0 20 10
03032554 B-GES-10-1/8-MSv G1/8 10 10 33,5 22 13 10
03036552 B-GES-10-1/4-MSv G1/4 10 8 36,0 22,0 16 10
03032553 B-GES-10-3/8-MSv G3/8 10 9 37,5 22,0 20 10
03030560 B-GES-12-1/4-MSv G1/4 12 8 38,5 24,5 16 10
03035561 B-GES-12-3/8-MSv G3/8 12 9 40,0 24,5 20 10
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.
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Series B20Push-in fittings - brass nickel-plated
especially for calibrated plastic hoses

B20

Male elbow fitting - cylindrical
pressureless adjustable with o-ring sealing

brass nickel-plated

order-no. type thread
hose 

outer ø
B L1 L2 SW1 SW2 VPE

Male T-fitting - cylindrical
pressureless adjustable with o-ring sealing

brass nickel-plated

order-no. type thread
hose 

outer ø
B L1 L2 SW1 SW2 VPE

Male T-fitting - cylindrical
pressureless adjustable with o-ring sealing

brass nickel-plated

order-no. type thread
hose 

outer ø
B L1 L2 SW1 SW2 VPE

A

D

L1

SW1

SW2

B

L2

D

A

B
L2L1

L1
SW1 SW2

SW2

SW1

L1

D

A

B

L
2

BK-WEd-...-MSv-NSF

BK-WEd-...-MSv

BK-TEd-...-MSv-NSF

BK-TEd-...-MSv

BK-LEd-...-MSv-NSF

BK-LEd-...-MSv

03060202 BK-WEd-4-M5-MSv M5 4 5,0 17,0 20,0 9 8 10
03060204 BK-WEd-4-1/8-MSv G1/8 4 6,0 17,0 22,5 9 13 10
03060205 BK-WEd-4-1/4-MSv G1/4 4 8,0 17,0 27,0 9 16 10
03060206 BK-WEd-6-M5-MSv M5 6 5,0 21,0 22,5 11 8 10
03060207 BK-WEd-6-1/8-MSv G1/8 6 6,0 21,0 24,5 11 13 10
03060208 BK-WEd-6-1/4-MSv G1/4 6 8,0 21,0 28,0 11 16 10
03060210 BK-WEd-8-1/8-MSv G1/8 8 6,0 22,5 26,0 13 13 10
03060211 BK-WEd-8-1/4-MSv G1/4 8 8,0 22,5 29,0 13 16 10
03060209 BK-WEd-8-3/8-MSv G3/8 8 9,0 22,5 31,0 13 18 10
03060220 BK-WEd-8-1/2-MSv G1/2 8 9,5 22,5 25,0 12 25 10
03060212 BK-WEd-10-1/4-MSv G1/4 10 8,0 26,5 31,0 16 16 10
03060213 BK-WEd-10-3/8-MSv G3/8 10 9,0 26,5 33,0 16 18 10
03060214 BK-WEd-10-1/2-MSv G1/2 10 10,0 26,5 34,0 16 22 5
03060216 BK-WEd-12-3/8-MSv G3/8 12 9,0 30,5 36,0 19 18 10
03060217 BK-WEd-12-1/2-MSv G1/2 12 10,0 30,5 37,0 19 22 5
03060218 BK-WEd-14-3/8-MSv G3/8 14 8,0 31,5 27,5 16 20 10
03060219 BK-WEd-14-1/2-MSv G1/2 14 9,5 31,5 29,0 16 25 5
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.

03270100 BK-LEd-4-M5-MSv M5 4 5,0 17,0 20,0 9 8 10
03270101 BK-LEd-4-1/8-MSv G1/8 4 6,0 17,0 22,5 9 13 10
03270102 BK-LEd-4-1/4-MSv G1/4 4 8,0 17,0 27,0 9 16 10
03270103 BK-LEd-6-1/8-MSv G1/8 6 6,0 21,0 24,5 11 13 10
03270104 BK-LEd-6-1/4-MSv G1/4 6 8,0 21,0 28,0 11 16 10
03270105 BK-LEd-8-1/8-MSv G1/8 8 6,0 22,5 26,0 13 13 10
03270106 BK-LEd-8-1/4-MSv G1/4 8 8,0 22,5 29,0 13 16 10
03270119 BK-LEd-8-1/4-MSv G1/4 8 7,0 22,5 23,0 13 16 10
03270107 BK-LEd-8-3/8-MSv G3/8 8 8,0 22,5 31,0 13 18 10
03270120 BK-LEd-8-1/2-MSv G1/2 8 9,5 22,5 26,5 13 25 10
03270108 BK-LEd-10-1/4-MSv G1/4 10 8,0 26,5 31,0 16 16 10
03270109 BK-LEd-10-3/8-MSv G3/8 10 9,0 26,5 33,0 16 18 10
03270121 BK-LEd-10-1/2-MSv G1/2 10 9,5 26,5 28,0 14 25 5
03270111 BK-LEd-12-3/8-MSv G3/8 12 8,0 31,5 29,5 16 20 10
03270112 BK-LEd-12-1/2-MSv G1/2 12 9,5 31,5 31,0 16 25 5
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.

03360100 BK-TEd-4-M5-MSv M5 4 5,0 34 20,0 9 8 10
03360101 BK-TEd-4-1/8-MSv G1/8 4 6,0 34 22,5 9 13 10
03360102 BK-TEd-4-1/4-MSv G1/4 4 8,0 34 27,0 9 16 10
03360115 BK-TEd-6-M5-MSv M5 6 3,5 42 20,5 11 11 10
03360103 BK-TEd-6-1/8-MSv G1/8 6 6,0 42 42,5 11 13 10
03360104 BK-TEd-6-1/4-MSv G1/4 6 8,0 42 28,0 11 16 10
03360105 BK-TEd-8-1/8-MSv G1/8 8 6,0 45 26,0 13 13 10
03360106 BK-TEd-8-1/4-MSv G1/4 8 8,0 45 29,0 13 16 10
03360107 BK-TEd-8-3/8-MSv G3/8 8 9,0 45 31,0 13 18 10
03360116 BK-TEd-8-1/2-MSv G1/2 8 9,5 45 27,5 13 25 10
03360108 BK-TEd-10-1/4-MSv G1/4 10 8,0 53 31,0 16 16 10
03360109 BK-TEd-10-3/8-MSv G3/8 10 9,0 53 33,0 16 18 10
03360111 BK-TEd-12-3/8-MSv G3/8 12 9,0 61 36,0 19 18 10
03360112 BK-TEd-12-1/2-MSv G1/2 12 10,0 61 37,0 19 22 5
03360113 BK-TEd-14-3/8-MSv G3/8 14 8,0 62,5 29,5 16 20 5
03360114 BK-TEd-14-1/2-MSv G1/2 14 9,5 62,5 31,0 16 25 5
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.
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Series B20 Push-in fittings - brass nickel-plated
especially for calibrated plastic hoses

B20

Straight bulkhead connector brass nickel-plated

order-no. type
Schlauch  
Außen ø

M L A SW VPE

Elbow connector brass nickel-plated

order-no. type
Schlauch 
Außen ø

L SW VPE

Straight connector brass nickel-plated

order-no. type hose outer ø B L VPE

B

L
L

A
 m

ax

S
W

M

CH

L

L

DD

L

SW

L

D

B

L

Straight connector - reduced brass nickel-plated

order-no. type hose outer ø B L VPE

BK-GV-...-MSv
BK-GV-...-MSv-NSF

BK-GVr-...-MSv
BK-GVr-...-MSv-NSF

BK-GSV-...-MSv
BK-GSV-...-MSv-NSF

BK-WV-...-MSv
BK-WV-...-MSv-NSF

03060607 BK-GV-4-MSv 4 10,5 30,5 10
03060608 BK-GV-5-MSv 5 11,5 33,0 10
03060609 BK-GV-6-MSv 6 12,5 34,0 10
03060610 BK-GV-8-MSv 8 14,5 36,0 10
03060611 BK-GV-10-MSv 10 17,5 42,0 10
03060612 BK-GV-12-MSv 12 20,5 47,0 10
03060613 BK-GV-14-MSv 14 21,5 49,0 5
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.

03060630 BK-GVr-6-4-MSv 6-4 12,5 32,0 10
03060631 BK-GVr-8-6-MSv 8-6 14,5 35,0 10
03060632 BK-GVr-10-8-MSv 10-8 17,5 40,5 10
03060633 BK-GVr-12-10-MSv 12-10 20,5 45,5 10
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.

03060307 BK-GSV-4-MSv 4 M12x1 31,5 7,0 17 10
03060308 BK-GSV-5-MSv 5 M14x1 33,0 7,0 17 10
03060309 BK-GSV-6-MSv 6 M14x1 35,0 9,5 17 10
03060310 BK-GSV-8-MSv 8 M16x1 37,0 10,5 19 10
03060311 BK-GSV-10-MSv 10 M20x1 43,0 12,5 24 10
03060312 BK-GSV-12-MSv 12 M22x1 48,0 16,5 26 10
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.

03060407 BK-WV-4-MSv 4 17,0 9 10
03060408 BK-WV-5-MSv 5 20,0 11 10
03060409 BK-WV-6-MSv 6 21,0 11 10
03060410 BK-WV-8-MSv 8 22,5 13 10
03060411 BK-WV-10-MSv 10 26,5 16 10
03060412 BK-WV-12-MSv 12 30,5 19 10
03060413 BK-WV-14-MSv 14 32,5 19 5
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.
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Series B20Push-in fittings - brass nickel-plated
especially for calibrated plastic hoses

B20

Straight reducer plug brass nickel-plated

order-no. type A B L D VPE

Y-connector brass nickel-plated

order-no. type
Schlauch 
Außen ø

A L SW VPE

Straight double plug brass nickel-plated

order-no. type L D VPE

C
H

L1

L2

DD

L1
L2

S
W

DD

SW

L

A

B

L

A

D

T-connector brass nickel-plated

order-no. type
Schlauch 
Außen ø

L1 L2 SW VPE

BK-TV-...-MSv
BK-TV-...-MSv-NSF

BK-YV-...-MSv
BK-YV-...-MSv-NSF

BK-GRZ-...-MSv
BK-GRZ-...-MSv-NSF

03060507 BK-TV-4-MSv 4 34,0 17,0 9 10
03060508 BK-TV-5-MSv 5 40,0 20,0 11 10
03060509 BK-TV-6-MSv 6 42,0 21,0 11 10
03060510 BK-TV-8-MSv 8 45,0 22,5 13 10
03060511 BK-TV-10-MSv 10 53,0 26,5 16 10
03060512 BK-TV-12-MSv 12 61,0 30,5 19 10
03060518 BK-TV-14-MSv 14 65,5 32,5 19 5
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.

03440098 BK-YV-2x4-4-MSv 4 11,0 32,0 11 10
03440099 BK-YV-2x5-5-MSv 5 13,5 35,0 13 10
03440100 BK-YV-2x6-6-MSv 6 13,5 36,5 13 10
03440102 BK-YV-2x10-10-MSv 10 18,5 48,0 17 10
03440101 BK-YV-2x8-8-MSv 8 15,5 41,0 15 10
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.

03050100 BK-GDS-4-MSv 31 4 10
03050101 BK-GDS-5-MSv 33 5 10
03050102 BK-GDS-6-MSv 34 6 10
03050103 BK-GDS-8-MSv 36 8 10
03050104 BK-GDS-10-MSv 45 10 10
03050105 BK-GDS-12-MSv 50 12 10

03040400 BK-GRZ-5-4-MSv 5 4 29 12,5 10
03040401 BK-GRZ-6-4-MSv 6 4 30 12,5 10
03040403 BK-GRZ-8-4-MSv 8 4 33 14,0 10
03040402 BK-GRZ-6-5-MSv 6 5 32 12,5 10
03040405 BK-GRZ-8-6-MSv 8 6 34 14,0 10
03040407 BK-GRZ-10-8-MSv 10 8 38 17,0 10
03040410 BK-GRZ-12-8-MSv 12 8 39 21,5 10
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.
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Series B20 Push-in fittings - brass nickel-plated
especially for calibrated plastic hoses

B20

Injection cartridge brass nickel-plated 

order-no. type
Schlauch 
Außen ø

D H1 H2 VPE

Elbow banjo ring piece  
for banjo bolts series “A-H”

brass nickel-plated

order-no. type thread
Schlauch 
Außen ø

B L SW VPE

Locking plug brass nickel-plated 

order-no. type L D VPE

L 

D

SW

BK-WS-...-MSv
BK-WS-...-MSv-NSF

03630100 BK-WS-4-M5-MSv M5 4 12,5 19,0 - 10
03630101 BK-WS-4-1/8-MSv G1/8 4 15,0 21,0 14 10
03630102 BK-WS-5-M5-MSv M5 5 12,5 20,0 - 10
03630103 BK-WS-5-1/8-MSv G1/8 5 15,0 21,5 14 10
03630104 BK-WS-6-1/8-MSv G1/8 6 15,0 22,0 14 10
03630105 BK-WS-6-1/4-MSv G1/4 6 17,0 25,0 18 10
03630106 BK-WS-8-1/8-MSv G1/8 8 15,0 24,0 14 10
03630107 BK-WS-8-1/4-MSv G1/4 8 17,0 26,0 18 10
03630108 BK-WS-8-3/8-MSv G3/8 8 20,0 28,0 21 10
03630109 BK-WS-10-1/4-MSv G1/4 10 17,0 29,0 18 10
03630110 BK-WS-10-3/8-MSV G3/8 10 20,0 30,5 21 10
03630111 BK-WS-12-1/4-MSv G1/4 12 18,0 30,4 17 10
03630112 BK-WS-12-3/8-MSv G3/8 12 20,0 32,5 21 10
03630113 BK-WS-12-1/2-MSv G1/2 12 24,0 35,0 25 5
03630114 BK-WS-14-1/2-MSv G1/2 14 24,0 35,5 25 5
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.

03910401 BK-VS-5-MSv 27,0 5 10
03910402 BK-VS-6-MSv 29,0 6 10
03910403 BK-VS-8-MSv 31,5 8 10
03910404 BK-VS-10-MSv 35,0 10 10
03910405 BK-VS-12-MSv 37,0 12 10
03910406 BK-VS-14-MSv 39,5 14 10

03900100 BK-EPP-4-MSv 4 8,7 8,7 5,6 10
03900105 BK-EPP-5-MSv 5 9,75 9,6 6,3 10
03900101 BK-EPP-6-MSv 6 10,75 10,4 6,9 10
03900102 BK-EPP-8-MSv 8 12,7 10,4 6,9 10
03900103 BK-EPP-10-MSv 10 15,7 12,5 8,5 10
03900104 BK-EPP-12-MSv 12 18,3 14,3 9,5 10
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Series B20Push-in fittings - brass nickel-plated
especially for calibrated plastic hoses

B20

T-banjo fitting - cylindrical 
single with banjo bolt, pressureless adjustable

brass nickel-plated

order-no. type thread
Schlauch 

ø
B D1 L1 L2 SW VPE

Elbow banjo fitting - cylindrical 
single with banjo bolt, pressureless adjustable

brass nickel-plated

order-no. type thread
Schlauch 

ø
B L1 L2 D1 SW VPE

T-banjo ring piece 
for banjo bolts series “A-H”

brass nickel-plated

order-no. type thread
Schlauch 

ø
B L SW VPE

CH

L1

B

A

D

L2

DD

11

CH
L1

D

D1

B

L2

1

CH
L1

D

D1

A

B

L2

1

SW
L1

D

D1

A

B

L2

SW

CH

L1

L2

B

A

D

DD

1

D

1

D

1

SW

L1

D1
A

D

B

L2

BK-WSH-...-MSv
BK-WSH-...-MSv-NSF

BK-TS-...-MSv
BK-TS-...-MSv-NSF

BK-TSH-...-MSv-NSF

BK-TSH-...-MSv

03630120 BK-WSH-4-M5-MSv M5 4 5,0 19,0 24,5 9,0 - 10
03630121 BK-WSH-4-1/8-MSv G1/8 4 6,0 21,0 27,0 14,0 5 10
03630122 BK-WSH-5-M5-MSv M5 5 5,0 20,0 24,5 9,0 - 10
03630123 BK-WSH-5-1/8-MSv G1/8 5 6,0 21,5 27,0 14,0 5 10
03630124 BK-WSH-6-1/8-MSv G1/8 6 6,0 22,5 27,0 14,0 5 10
03630125 BK-WSH-6-1/4-MSv G1/4 6 8,0 25,0 31,0 18,0 6 10
03630126 BK-WSH-8-1/8-MSv G1/8 8 6,0 24,0 27,0 14,0 5 10
03630127 BK-WSH-8-1/4-MSv G1/4 8 8,0 26,0 31,0 18,0 6 10
03630128 BK-WSH-8-3/8-MSv G3/8 8 9,0 28,0 35,5 21,0 7 10
03630129 BK-WSH-10-1/4-MSv G1/4 10 8,0 29,0 31,0 18,0 6 10
03630130 BK-WSH-10-3/8-MSv G3/8 10 9,0 30,5 35,5 21,0 7 10
03630131 BK-WSH-12-3/8-MSv G3/8 12 9,0 32,5 35,5 21,0 7 10
03630133 BK-WSH-14-1/2-MSv G1/2 14 12,0 35,5 37,5 38,8 8 5
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.

03670100 BK-TS-4-M5-MSv M5 4 12,5 38 - 10
03670101 BK-TS-4-1/8-MSv G1/8 4 15,0 42 14 10
03670103 BK-TS-5-1/8-MSv G1/8 5 15,0 43 14 10
03670104 BK-TS-6-1/8-MSv G1/8 6 15,0 44 14 10
03670105 BK-TS-6-1/4-MSv G1/4 6 17,0 50 18 10
03670106 BK-TS-8-1/8-MSv G1/8 8 15,0 48 14 10
03670107 BK-TS-8-1/4-MSv G1/4 8 17,0 52 18 10
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.

03670120 BK-TSH-4-M5-MSv M5 4 5 9,0 38,0 24,5 - 10
03670121 BK-TSH-4-1/8-MSv G1/8 4 6 14,0 42,0 27,0 5 10
03670123 BK-TSH-5-1/8-MSv G1/8 5 6 14,0 43,0 27,0 5 10
03670134 BK-TSH-5-1/4-MSv G1/4 5 8 49,0 31,0 18,0 6 10
03670124 BK-TSH-6-1/8-MSv G1/8 6 6 14,0 45,0 27,0 5 10
03670125 BK-TSH-6-1/4-MSv G1/4 6 8 18,0 35,0 31,0 6 10
03670126 BK-TSH-8-1/8-MSv G1/8 8 6 14,0 48,0 27,0 5 10
03670127 BK-TSH-8-1/4-MSv G1/4 8 8 18,0 52,0 31,0 6 10
Also available as NSF and FKM version. Please add -NSF or -FKM to the type code.


