
Characteristics Specifications

Material

Thread 
 
 

Operating 
pressure 
 
 
 
 
 
 
 
Temperature 

Sealing surface 

Hose / tube 
material 

Hose / tube 
diameter 
 
Medium 
 
 
 
 
 
Field of 
application

	These fittings are used with	
	 copper, steel- and stainless 
	 steel tubes.

	When using a plug-in bush 
	 you can also apply plastic 
	 hoses.

	Thanks to the nickel-plating 
	 an optimum of surface pro- 
	 tection is reached in the 
	 brass version. 
 
	The stainless steel type has 

	 a high chemical resistance 
	 and is also used in the food 
	 industry.

brass nickel-plated

metrical 
BSP-thread 
*NPT-thread 
(* on request)

Ø		  4 - 	130 bar 
Ø		  6 - 	180 bar 
Ø		  8 - 	150 bar 
Ø		  10 - 	115 bar 
Ø		  12 - 	 75 bar 
Ø		  14 - 	 70 bar 
Ø		  16 -	 60 bar 
Ø		  18 - 	 50 bar 
 
depending on the tube 
and on the pressure

cylindrical version: 
with PVC-sealing

plastic hose 
copper tube 

4 mm up to 18 mm 
 
 
compressed air pressure, 
gases liquids. Please 
pay attention to the 
chemical resistance of 
the materials used. 
 
typical pneumatic 
applications

stainless steel

metrical 
BSP-thread 
*NPT-thread  
(*on request)

max. allowed pressure 
see article tables 
 
 
 
 
 
 
 
 
depending on the tube 
and on the pressure

cylindrical version: 
with lathed sealing edge

stainless steel tube 
copper tube 
plastic hose

4 mm up to 18 mm 
(up to 42 mm on request)

agressive media like for 
example acids, caustic 
solutions and detergents 
etc. Please pay atten-
tion to the chemical 
resistance of the mate-
rials used. 
typical pneumatic 
applications

Cutting ring fitting
brass nickel-plated
stainless steel
low pressure: DIN 2353

SERIES

C10
C10

Assembly

1.	Cut the tube / hose square, with 
	 tubes deburr the cutting site inside 
	 and outside.

2.	Push the union nut and cutting ring 
	 over the tube / hose, with plastic 
	 hoses you have to use a plug-in 
	 bush as support.

3.	Push the tube / hose into the screw 
	 connection up to the stop position 
	 and tighten the union nut.

4.	Please pay attention that the tube / 
	 hose end fits closely to the stop 
	 position of the screw connection 
	 and screw down the union nut 
	 approx. one turn.

	 In order to facilitate the mounting 
	 it is advisable to slightly lubricate the 
	 thread as well as the clamp ring.

5. For safe mounting loose the con- 
	 nection about ¼ turn and screw it 
	 down tightly again.
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C10

Straight male fitting - cylindrical brass nickel-plated

order-no. type thread
pipe outer 

ø
B L SW1 SW2 VPE

Straight male fitting - conical brass nickel-plated

order-no. type thread
pipe outer 

ø
B L SW1 SW2 VPE

Straight male fitting - cylindrical
stainless steel

1.4571 (AISI 316ti)

order-no. type thread
pipe outer 

ø
L SW1 SW2

PN 
bar

VPE

05015009 C-GE-4-1/8-MSv G1/8 4 6 25,5 14 10 10
05018029 C-GE-6-1/8-MSv G1/8 6 6 25,5 14 12 10
05015030 C-GE-6-1/4-MSv G1/4 6 8 28,5 17 12 10
05015031 C-GE-8-1/8-MSv G1/8 8 6 29,0 14 14 10
05015032 C-GE-8-1/4-MSv G1/4 8 8 30,0 17 14 10
05015033 C-GE-8-3/8-MSv G3/8 8 9 30,5 19 14 10
05015034 C-GE-10-1/4-MSv G1/4 10 8 30,0 17 17 10
05015035 C-GE-10-3/8-MSv G3/8 10 9 31,5 19 17 10

05014329 C-GE-6-1/8-LR-V4A G1/8 6 23,5 14 14 315 10
05011330 C-GE-6-1/4-LR-V4A G1/4 6 25 19 14 315 10
05010331 C-GE-6-3/8-LR-V4A G3/8 6 26,5 22 14 315 10
05016332 C-GE-6-1/2-LR-V4A G1/2 6 27 27 14 315 10
05019338 C-GE-8-1/8-LR-V4A G1/8 8 24,5 14 17 315 10
05015339 C-GE-8-1/4-LR-V4A G1/4 8 25,0 19 17 315 10
05018340 C-GE-8-3/8-LR-V4A G3/8 8 26,5 22 17 315 10
05017341 C-GE-8-1/2-LR-V4A G1/2 8 27 27 17 315 10
05010347 C-GE-10-1/8-LR-V4A G1/8 10 25,5 17 19 315 10
05016348 C-GE-10-1/4-LR-V4A G1/4 10 26,0 19 19 315 10
05012349 C-GE-10-3/8-LR-V4A G3/8 10 27,5 22 19 315 5
05019350 C-GE-10-1/2-LR-V4A G1/2 10 28,0 27 19 315 5
05010366 C-GE-12-1/8-LR-V4A G1/8 12 26,5 19 22 315 5
05016367 C-GE-12-1/4-LR-V4A G1/4 12 27,0 19 22 315 5
05012368 C-GE-12-3/8-LR-V4A G3/8 12 27,5 22 22 315 5
05018369 C-GE-12-1/2-LR-V4A G1/2 12 28,0 27 22 315 5
05010370 C-GE-14-1/2-LR-V4A G1/2 14 37,0 27 27 400 5
05012380 C-GE-15-3/8-LR-V4A G3/8 15 28,5 22 27 315 5
05011381 C-GE-15-1/2-LR-V4A G1/2 15 29,0 27 27 315 5
05017382 C-GE-15-3/4-LR-V4A G3/4 15 30,0 32 27 315 5
05010391 C-GE-16-1/2-LR-V4A G1/2 16 37,0 27 30 400 5
05018392 C-GE-18-3/8-LR-V4A G3/8 18 30,5 27 32 250 5
05014393 C-GE-18-1/2-LR-V4A G1/2 18 31,0 27 32 250 5
05010394 C-GE-18-3/4-LR-V4A G3/4 18 31,0 32 32 250 5
05016395 C-GE-22-3/4-LR-V4A G3/4 22 33,0 32 36 160 5
05015397 C-GE-28-1-LR-V4A G1 28 34,0 41 41 160 5
05011398 C-GE-35-1¼-LR-V4A G1¼ 35 28,0 50 50 160 5
05017399 C-GE-42-1½-LR-V4A G1½ 42 42,0 55 60 160 5

05016504 C-GEk-4-1/8-MSv R1/8 4 8,0 27,0 10 10 10
05016529 C-GEk-6-1/8-MSv R1/8 6 8,0 27,5 12 12 10
05013530 C-GEk-6-1/4-MSv R1/4 6 11,0 31,5 14 12 10
05011538 C-GEk-8-1/8-MSv R1/8 8 8,0 31,0 12 14 10
05017539 C-GEk-8-1/4-MSv R1/4 8 11,0 33,0 14 14 10
05010540 C-GEk-8-3/8-MSv R3/8 8 11,5 33,0 17 14 10
05018548 C-GEk-10-1/4-MSv R1/4 10 11,0 33,0 14 17 10
05014549 C-GEk-10-3/8-MSv R3/8 10 11,0 33,5 17 17 10
05011550 C-GEk-10-1/2-MSv R1/2 10 14,0 36,5 22 17 10
05014568 C-GEk-12-3/8-MSv R3/8 12 11,0 33,5 17 19 10
05010569 C-GEk-12-1/2-MSv R1/2 12 14,0 36,5 22 19 10
05010570 C-GEk-14-1/2-MSv R1/2 14 14,0 40,0 22 22 5
05013581 C-GEk-15-1/2-MSv R1/2 15 14,0 41,0 22 24 5
05010582 C-GEk-16-1/2-MSv R1/2 16 14,0 45,0 24 30 5
05010583 C-GEk-18-1/2-MSv R1/2 18 14,0 45,0 26 32 5
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C10

Straight male fitting brass nickel-plated

order-no. type thread
pipe outer 

ø
B L SW1 SW2 VPE

Straight male fitting stainless steel
1.4571 (AISI 316ti)

order-no. type thread
pipe outer 

ø
L SW1 SW2

PN 
bar

VPE

Male elbow fitting - conical brass nickel-plated

order-no. type thread
pipe 

outer ø
B L1 L2 SW1 SW2 VPE

05060028 C-GA-4-1/8-MSv G1/8 4 8,0 27,0 14 10 10
05063029 C-GA-6-1/8-MSv G1/8 6 8,0 28,0 14 12 10
05060030 C-GA-6-1/4-MSv G1/4 6 11,0 30,5 17 12 10
05068038 C-GA-8-1/8-MSv G1/8 8 8,0 29,5 14 14 10
05064039 C-GA-8-1/4-MSv G1/4 8 11,0 31,0 17 14 10
05067040 C-GA-8-3/8-MSv G3/8 8 11,5 31,0 20 14 10
05065048 C-GA-10-1/4-MSv G1/4 10 10,0 32,0 17 17 10
05061049 C-GA-10-3/8-MSv G3/8 10 11,0 34,0 20 17 10
05060050 C-GA-12-3/8-MSv G3/8 12 11,5 34,5 20 22 10
05060051 C-GA-12-1/2-MSv G1/2 12 14,0 37,0 24 22 10
05060052 C-GA-14-1/2-MSv G1/2 14 14,0 40,0 24 27 5
05060053 C-GA-15-1/2-MSv G1/2 15 14,0 38,0 24 27 5
05060054 C-GA-16-1/2-MSv G1/2 16 14,0 40,5 24 30 5
05060055 C-GA-18-1/2-MSv G1/2 18 14,0 40,0 26 32 5

05069329 C-GA-6-1/8-LR-V4A G1/8 6 34 14 14 315 10
05066330 C-GA-6-1/4-LR-V4A G1/4 6 39 19 14 315 10
05060339 C-GA-8-1/4-LR-V4A G1/4 8 39 19 17 315 10
05061348 C-GA-10-1/4-LR-V4A G1/4 10 40 19 19 315 10
05067368 C-GA-12-3/8-LR-V4A G3/8 12 41 24 22 315 10
05063369 C-GA-12-1/2-LR-V4A G1/2 12 45 27 22 315 10
05060379 C-GA-14-1/2-SR-V4A G1/2 14 50 30 27 400 5
05067380 C-GA-15-3/8-LR-V4A G3/8 15 42 27 24 315 5
05066381 C-GA-15-1/2-LR-V4A G1/2 15 46 27 27 315 5
05060382 C-GA-16-1/2-SR-V4A G1/2 16 50 30 30 400 5
05063392 C-GA-18-3/8-LR-V4A G3/8 18 43 27 32 315 5
05069393 C-GA-18-1/2-LR-V4A G1/2 18 47 27 32 315 5
05061395 C-GA-22-3/4-LR-V4A G3/4 22 52 36 36 160 5
05060397 C-GA-28-1-LR-V4A G1 28 54,5 41 41 160 5
05066398 C-GA-35-1¼-LR-V4A G1¼ 35 62,5 55 50 160 5
05062399 C-GA-42-1½-LR-V4A G1½ 42 65,5 60 60 160 5

05187009 C-WEk-4-1/8-MSv R1/8 4 8,0 24,0 18,0 9 10 10
05180029 C-WEk-6-1/8-MSv R1/8 6 8,0 23,0 16,0 9 12 10
05187030 C-WEk-6-1/4-MSv R1/4 6 11,0 24,0 20,0 12 12 10
05185038 C-WEk-8-1/8-MSv R1/8 8 8,0 25,5 18,0 12 14 10
05181039 C-WEk-8-1/4-MSv R1/4 8 11,0 29,0 21,0 11 14 10
05184040 C-WEk-8-3/8-MSv R3/8 8 11,0 32,5 26,5 14 14 10
05182048 C-WEk-10-1/4-MSv R1/4 10 11,0 29,5 25,0 14 17 10
05188049 C-WEk-10-3/8-MSv R3/8 10 11,0 32,0 26,5 14 17 10
05185050 C-WEk-10-1/2-MSv R1/2 10 14,0 33,0 30,0 17 17 10
05189061 C-WEk-12-3/8-MSv R3/8 12 11,0 33,0 26,5 14 19 10
05185062 C-WEk-12-1/2-MSv R1/2 12 14,0 33,0 30,0 17 19 5
05180063 C-WEk-14-1/2-MSv R1/2 14 14,0 39,0 30,0 17 22 5
05187081 C-WEk-15-1/2-MSv R1/2 15 14,0 37,0 30,0 17 24 5
05180083 C-WEk-16-1/2-MSv R1/2 16 14,0 39,5 31,5 19 30 5
05180084 C-WEk-18-1/2-MSv R1/2 18 14,0 44,0 34,0 22 32 5
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C10

Male elbow fitting - conical
stainless steel

1.4571 (AISI 316ti)

order-no. type thread
pipe 

outer ø
L1 L2 SW1 SW2

PN 
bar

VPE

Male elbow fitting - adjustable
stainless steel

1.4571 (AISI 316ti)

order-no. type thread
pipe 

outer ø
L1 L2 SW1 SW2 SW3

PN 
bar

VPE

Banjo ring piece
for banjo bolts 1x, 2x, 3x, made of brass nickel-plated

brass nickel-plated

order-no. type
for 

thread
pipe outer 

ø
A H L SW VPE

Elbow banjo fitting stainless steel
1.4571 (AISI 316ti)

order-no. type thread
pipe 

outer ø
H L SW1 SW2

PN 
bar

VPE

05183309 C-WEk-4-1/8-LLR-V4A R1/8 4 21,0 17 9 10 100 10
05186329 C-WEk-6-1/8-LR-V4A R1/8 6 27 20 12 14 315 10
05183330 C-WEk-6-1/4-LR-V4A R1/4 6 29 26 12 14 315 10
05181338 C-WEk-8-1/8-LR-V4A R1/8 8 29 26 12 17 315 10
05187339 C-WEk-8-1/4-LR-V4A R1/4 8 29 26 12 17 315 10
05180340 C-WEk-8-3/8-LR-V4A R3/8 8 32 28 14 17 315 10
05189341 C-WEk-8-1/2-LR-V4A R1/2 8 32 28 17 19 315 10
05188348 C-WEk-10-1/4-LR-V4A R1/4 10 30 27 14 19 315 10
05184349 C-WEk-10-3/8-LR-V4A R3/8 10 30 27 17 19 315 10
05181350 C-WEk-10-1/2-LR-V4A R1/2 10 29,5 30 19 19 315 5
05188367 C-WEk-12-1/4-LR-V4A R1/4 12 32,0 27 17 22 315 10
05184368 C-WEk-12-3/8-LR-V4A R3/8 12 32,0 28 17 22 315 10
05180369 C-WEk-12-1/2-LR-V4A R1/2 12 36,0 34 19 22 315 10
05180370 C-WEk-14-1/2-SR-V4A R1/2 14 40,0 32 19 27 630 5
05184380 C-WEk-15-1/2-LR-V4A R1/2 15 36,0 34 19 27 315 5
05180381 C-WEk-16-1/2-SR-V4A R1/2 16 43,0 32 24 30 400 5
05186393 C-WEk-18-1/2-LR-V4A R1/2 18 40,0 36 24 32 315 5

05183829 C-WEe-6-1/8-LR-V4A G1/8 6 27 34,5 12 14 14 315 10
05180830 C-WEe-6-1/4-LR-V4A G1/4 6 27 36,0 12 14 19 315 10
05180831 C-WEe-8-1/8-LR-V4A G1/8 8 29 37,0 12 17 17 315 10
05184839 C-WEe-8-1/4-LR-V4A G1/4 8 29 37,5 12 17 19 315 10
05180840 C-WEe-10-1/4-LR-V4A G1/4 10 30 40,0 14 19 19 315 10
05181849 C-WEe-10-3/8-SR-V4A G3/8 10 34 46,0 17 22 22 400 10
05182861 C-WEe-12-3/8-LR-V4A G3/8 12 32 42 17 22 22 315 10
05180862 C-WEe-14-1/2-SR-V4A G1/2 14 40 54,0 19 27 27 400 5
05180881 C-WEe-15-1/2-LR-V4A G1/2 15 36 46,5 19 27 27 250 5
05180882 C-WEe-16-1/2-SR-V4A G1/2 16 43 56,0 24 30 27 400 5
05180883 C-WEe-18-1/2-LR-V4A G1/2 18 40 50 24 32 27 250 5

05632004 C-WS-4-1/8-MSv G1/8 4 9,8 14,5 24,5 10 10
05632029 C-WS-6-1/8-MSv G1/8 6 9,9 14,5 27,0 12 10
05639030 C-WS-6-1/4-MSv G1/4 6 13,3 17,0 30,0 12 10
05637038 C-WS-8-1/8-MSv G1/8 8 9,9 14,5 28,0 14 10
05633039 C-WS-8-1/4-MSv G1/4 8 13,3 14,5 31,0 14 10
05634048 C-WS-10-1/4-MSv G1/4 10 13,3 17,0 35,0 19 10
05630049 C-WS-10-3/8-MSv G3/8 10 16,7 20,0 37,5 19 10
05630050 C-WS-12-3/8-MSv G3/8 12 16,7 30,0 38,0 22 10

05635829 C-WSH-6-1/8-LR-V4A G1/8 6 24 27 17 14 250 10
05632830 C-WSH-6-1/4-SR-V4A G1/4 6 30 31,5 19 17 315 10
05636839 C-WSH-8-1/4-LR-V4A G1/4 8 30 29,5 19 17 250 10
05637848 C-WSH-10-1/4-LR-V4A G1/4 10 30 30,5 19 19 250 10
05633849 C-WSH-10-3/8-SR-V4A G3/8 10 36 35 24 22 315 10
05634861 C-WSH-12-3/8-LR-V4A G3/8 12 36 33 24 22 250 10
05630862 C-WSH-14-1/2-SR-V4A G1/2 14 45 40,5 30 27 315 5
05633880 C-WSH-15-1/2-LR-V4A G1/2 15 45 36,5 30 27 250 5
05630881 C-WSH-16-1/2-SR-V4A G1/2 16 45 40,5 30 30 315 5
05639892 C-WSH-18-1/2-LR-V4A G1/2 18 45 37,5 30 32 250 5
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C10

L-Male fitting - conical brass nickel-plated

order-no. type thread
pipe 

outer ø
B L1 L2 SW1 SW2 VPE

L-Male fitting - conical
stainless steel

1.4571 (AISI 316ti)

order-no. type thread
pipe 

outer ø
L1 L2 SW1 SW2

PN 
bar

VPE

T-Male fitting - conical brass nickel-plated

order-no. type thread
pipe 

outer ø
B L1 L2 SW1 SW2 VPE

Female elbow fitting brass nickel-plated

order-no. type thread
pipe 

outer ø
B L1 L2 SW1 SW2 VPE

05200001 C-WA-4-1/8-MSv G1/8 4 8 25,0 20,5 12 10 10
05200002 C-WA-6-1/8-MSv G1/8 6 8 25,0 20,5 12 12 10
05200003 C-WA-6-1/4-MSv G1/4 6 10 25,0 23,5 11 12 10
05200004 C-WA-8-1/8-MSv G1/8 8 8 27,0 21,5 11 14 10
05200005 C-WA-8-1/4-MSv G1/4 8 10 27,0 23,5 11 14 10

05270028 C-LEk-4-1/8-MSv R1/8 4 8,0 38,5 22,5 9 10 10
05277029 C-LEk-6-1/8-MSv R1/8 6 8,0 39,5 23,5 9 12 10
05274030 C-LEk-6-1/4-MSv R1/4 6 11,0 45,0 25,0 10 12 10
05272038 C-LEk-8-1/8-MSv R1/8 8 8,0 46,5 26,5 12 14 10
05278039 C-LEk-8-1/4-MSv R1/4 8 11,0 47,5 28,0 10 14 10
05271040 C-LEk-8-3/8-MSv R3/8 8 11,0 58,5 34,5 14 14 10
05279048 C-LEk-10-1/4-MSv R1/4 10 11,0 53,0 30,0 12 17 10
05275049 C-LEk-10-3/8-MSv R3/8 10 11,0 60,0 34,0 13 17 10
05275068 C-LEk-12-3/8-MSv R3/8 12 11,0 60,0 34,0 13 19 10
05271069 C-LEk-12-1/2-MSv R1/2 12 14,0 63,0 34,5 15 22 10
05270070 C-LEk-14-1/2-MSv R1/2 14 14,0 68,0 38,0 17 27 5
05274081 C-LEk-15-1/2-MSv R1/2 15 14,0 68,0 38,0 17 27 5
05270082 C-LEk-16-1/2-MSv R1/2 16 14,0 71,0 39,5 19 30 5
05270083 C-LEk-18-1/2-MSv R1/2 18 14,0 78,0 44,0 22 32 5

05270084 C-LEk-4-1/8-LLR-V4A R1/8 4 38 21 9 10 100 10
05270085 C-LEk-6-1/8-LR-V4A R1/8 6 43 27 12 14 315 10
05270086 C-LEk-6-1/4-SR-V4A R1/4 6 57 31 12 17 315 | 630* 10
05270087 C-LEk-8-1/8-LLR-V4A R1/8 8 43 23 12 14 100 10
05270088 C-LEk-8-1/4-LR-V4A R1/4 8 55 29 12 17 315 10
05270089 C-LEk-10-1/4-LR-V4A R1/4 10 57 30 14 19 315 10
05270090 C-LEk-10-3/8-SR-V4A R3/8 10 62 34 17 22 400 | 630* 10
05270091 C-LEk-12-3/8-LR-V4A R3/8 12 66 32 17 22 315 10
05270092 C-LEk-14-1/2-SR-V4A R1/2 14 72 40 19 27 400 | 630* 5
05270093 C-LEk-15-1/2-LR-V4A R1/2 15 70 36 19 27 315 5
05270094 C-LEk-16-1/2-SR-V4A R1/2 16 75 43 24 30 400 5
05270095 C-LEk-18-1/2-LR-V4A R1/2 18 76 40 24 32 315 5

* PN 630 only for tapered screw holes

05350509 C-TEk-4-1/8-MSv R1/8 4 8,0 42 16,0 9 10 10
05353529 C-TEk-6-1/8-MSv R1/8 6 8,0 46 16,0 9 10 10
05350530 C-TEk-6-1/4-MSv R1/4 6 11,0 50 20,0 10 12 10
05358538 C-TEk-8-1/8-MSv R1/8 8 8,0 53 20,5 12 14 10
05354539 C-TEk-8-1/4-MSv R1/4 8 11,0 54 20,5 10 14 10
05357540 C-TEk-8-3/8-MSv R3/8 8 11,0 62 24,0 13 14 10
05355548 C-TEk-10-1/4-MSv R1/4 10 11,0 60 23,0 12 17 10
05351549 C-TEk-10-3/8-MSv R3/8 10 11,0 68 26,0 13 17 10
05351568 C-TEk-12-3/8-MSv R3/8 12 11,0 68 26,0 13 19 10
05357569 C-TEk-12-1/2-MSv R1/2 12 14,0 69 28,5 15 22 10
05350570 C-TEk-14-1/2-MSv R1/2 14 14,0 76 30,0 17 27 5
05350581 C-TEk-15-1/2-MSv R1/2 15 14,0 76 28,0 17 24 5
05350583 C-TEk-16-1/2-MSv R1/2 16 14,0 79 31,5 19 30 5
05350584 C-TEk-18-1/2-MSv R1/2 18 14,0 88 34,0 22 32 5
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C10

T-Male fitting - conical
stainless steel

1.4571 (AISI 316ti)

order-no. type thread
pipe 

outer ø
L1 L2 SW1 SW2

PN 
bar

VPE

Straight connector brass nickel-plated

order-no. type pipe outer ø L SW1 SW2 VPE

Straight connector stainless steel
1.4571 (AISI 316ti)

order-no. type
pipe outer 

ø
L SW1 SW2

PN 
bar

VPE

Straight bulkhead connector
with 2 bulkhead nuts

brass nickel-plated

order-no. type
D pipe 
outer ø

L CH SW2
A max 

mm
threadinde VPE

05355809 C-TEk-4-1/8-LLR-V4A R1/8 4 42 17 9 10 100 5
05358829 C-TEk-6-1/8-LR-V4A R1/8 6 54 20 12 14 315 5
05355830 C-TEk-6-1/4-SR-V4A R1/4 6 62 26 12 17 400 10
05353838 C-TEk-8-1/8-LLR-V4A R1/8 8 46 20 12 14 100 5
05359839 C-TEk-8-1/4-LR-V4A R1/4 8 58 26 12 17 315 5
05350848 C-TEk-10-1/4-LR-V4A R1/4 10 60 27 14 19 315 5
05350849 C-TEk-10-3/8-SR-V4A R3/8 10 68 28 17 22 400 5
05356868 C-TEk-12-3/8-LR-V4A R3/8 12 76 28 17 22 315 5
05350869 C-TEk-14-1/2-SR-V4A R1/2 14 80 32 19 27 400 5
05355881 C-TEk-15-1/2-LR-V4A R1/2 15 72 34 19 27 315 5
05350871 C-TEk-16-1/2-SR-V4A R1/2 16 86 32 24 30 400 5
05352892 C-TEk-18-1/2-LR-V4A R1/2 18 80 36 24 32 315 5

05077007 C-GV-4-MSv 4 35,0 10 10 10
05070027 C-GV-6-MSv 6 36,5 12 12 10
05077038 C-GV-8-MSv 8 40,0 14 14 10
05078047 C-GV-10-MSv 10 42,0 17 17 10
05074067 C-GV-12-MSv 12 50,5 19 22 10
05070079 C-GV-14-MSv 14 47,0 22 22 5
05070080 C-GV-15-MSv 15 49,0 24 24 5
05070082 C-GV-16-MSv 16 53,5 27 30 5
05070083 C-GV-18-MSv 18 53,0 27 32 5

05076302 C-GV-4-LLR-V4A 4 32 9 10 100 10
05076327 C-GV-6-LR-V4A 6 40 12 14 315 10
05073338 C-GV-8-LR-V4A 8 41 14 17 315 10
05074347 C-GV-10-LR-V4A 10 43 17 19 315 10
05070367 C-GV-12-LR-V4A 12 44 19 22 315 5
05070368 C-GV-14-SR-V4A 14 58 24 27 630 5
05076380 C-GV-15-LR-V4A 15 46 24 27 315 5
05070381 C-GV-16-SR-V4A 16 58 27 30 400 5
05078393 C-GV-18-LR-V4A 18 49 27 32 315 5
05070395 C-GV-22-LR-V4A 22 53 32 36 160 5
05079397 C-GV-28-LR-V4A 28 54 41 41 160 5
05075398 C-GV-35-LR-V4A 35 63 46 50 160 5
05071399 C-GV-42-LR-V4A 42 67 55 60 160 5

05106027 C-GSV-6-MSv 6 51,5 12 14 15,5 M10 x 1 10
05103038 C-GSV-8-MSv 8 55,5 14 16 16,5 M12 x 1 10
05104047 C-GSV-10-MSv 10 62,5 19 19 15,5 M16 x 1,5 10
05100067 C-GSV-12-MSv 12 64,5 22 22 16,0 M18 x 1,5 10
05100068 C-GSV-14-MSv 14 69,5 27 25 18,0 M22 x 1,5 5
05106080 C-GSV-15-MSv 15 69,5 27 25 18,0 M22 x 1,5 5
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C10

Straight bulkhead connector 
with adjustable bulkhead nut

stainless steel
1.4571 (AISI 316ti)

order-no. type
pipe 

outer ø
L SW1 SW2

t-max
mm

PN 
bar

threadinde VPE

Elbow connector brass nickel-plated

order-no. type pipe outer ø L SW1 SW2 VPE

Elbow connector stainless steel
1.4571 (AISI 316ti)

order-no. type
pipe outer 

ø
L SW1 SW2

PN 
bar

VPE

T-connector brass nickel-plated

order-no. type
pipe outer 

ø
L1 L2 SW1 SW2 VPE

05102327 C-GSV-6-LR-V4A 6 64 17 14 16 315 M12 x 1,5 10
05109338 C-GSV-8-LR-V4A 8 65 19 17 16 315 M14 x 1,5 5
05100347 C-GSV-10-LR-V4A 10 68 22 19 16 315 M16 x 1,5 5
05106367 C-GSV-12-LR-V4A 12 69 24 22 16 315 M18 x 1,5 5
05100379 C-GSV-14-SR-V4A 14 85 30 27 16 630 M22 x 1,5 5
05102380 C-GSV-15-LR-V4A 15 73 27 27 16 315 M22 x 1,5 5
05100381 C-GSV-16-SR-V4A 16 85 32 30 16 400 M24 x 1,5 5
05104393 C-GSV-18-LR-V4A 18 79 32 32 16 315 M26 x 1,5 5
05106395 C-GSV-22-LR-V4A 22 84 36 36 16 160 M30 x 2 5
05105397 C-GSV-28-LR-V4A 28 87 41 41 16 160 M36 x 2 5
05105398 C-GSV-35-LR-V4A 35 98 50 50 16 160 M45 x 2 5
05105399 C-GSV-42-LR-V4A 42 101 60 60 16 160 M52 x 2 5

05214802 C-WV-4-LLR-V4A 4 21 9 10 100 10
05214827 C-WV-6-LR-V4A 6 27 12 14 315 10
05211838 C-WV-8-LR-V4A 8 29 12 17 315 10
05212847 C-WV-10-LR-V4A 10 30 14 19 315 10
05216860 C-WV-12-LR-V4A 12 32 17 22 315 10
05210879 C-WV-14-SR-V4A 14 40 19 27 630 5
05214880 C-WV-15-LR-V4A 15 36 19 27 315 5
05210881 C-WV-16-SR-V4A 16 43 24 30 400 5
05216893 C-WV-18-LR-V4A 18 40 24 32 315 5
05218895 C-WV-22-LR-V4A 22 44 27 36 160 5
05217897 C-WV-28-LR-V4A 28 47 36 41 160 5
05213898 C-WV-35-LR-V4A 35 56 41 50 160 5
05219899 C-WV-42-LR-V4A 42 63 50 60 160 5

05216507 C-WV-4-MSv 4 27,0 9 10 10
05219527 C-WV-6-MSv 6 24,5 9 13 10
05216538 C-WV-8-MSv 8 28,5 11 14 10
05217547 C-WV-10-MSv 10 32,0 14 17 10
05213567 C-WV-12-MSv 12 35,0 13 19 10
05210579 C-WV-14-MSv 14 39,0 17 22 10
05219580 C-WV-15-MSv 15 38,0 17 27 5
05210581 C-WV-16-MSv 16 39,5 19 30 5
05210582 C-WV-18-MSv 18 44,0 22 32 5

05401007 C-TV-4-MSv 4 42 23,0 9 10 10
05404027 C-TV-6-MSv 6 46 23,5 9 12 10
05401038 C-TV-8-MSv 8 54 26,5 12 14 10
05402047 C-TV-10-MSv 10 60 30,0 12 17 10
05406060 C-TV-12-MSv 12 68 33,0 13 19 10
05400061 C-TV-14-MSv 14 76 38,0 17 27 5
05404080 C-TV-15-MSv 15 74,5 36,0 17 24 5
05400082 C-TV-16-MSv 16 79 39,5 19 30 5
05400083 C-TV-18-MSv 18 88 44,0 22 32 5
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C10

T-connector stainless steel
1.4571 (AISI 316ti)

order-no. type
pipe 

outer ø
L1 L2 SW1 SW2

PN 
bar

VPE

Union nut
for cutting ring fittings

brass nickel-plated

order-no. type pipe outer ø L SW G VPE

Union nut - DIN 3870 for cutting ring fittings
stainless steel

1.4571 (AISI 316ti)

order-no. type
pipe outer 

ø
L SW G

PN 
bar

für 
Reihe

VPE

Closing cone
for cutting ring fittings

Messing

order-no. type L VPE

05400302 C-TV-4-LLR-V4A 4 42 21 9 10 100 10
05400327 C-TV-6-LR-V4A 6 54 27 12 14 315 10
05407338 C-TV-8-LR-V4A 8 58 29 12 17 315 5
05408347 C-TV-10-LR-V4A 10 60 30 14 19 315 5
05402360 C-TV-12-LR-V4A 12 64 32 19 22 315 5
05400361 C-TV-14-SR-V4A 14 80 40 19 27 630 5
05400380 C-TV-15-LR-V4A 15 72 36 19 27 315 5
05400381 C-TV-16-SR-V4A 16 86 43 24 30 400 5
05402393 C-TV-18-LR-V4A 18 80 40 24 32 315 5
05404395 C-TV-22-LR-V4A 22 88 44 27 36 160 5
05403397 C-TV-28-LR-V4A 28 94 47 36 41 160 5
05409398 C-TV-35-LR-V4A 35 112 56 41 50 160 5
05405399 C-TV-42-LR-V4A 42 126 63 50 60 160 5

05858005 C-ÜM-4-M8x1-MSv 4 11,0 10 M8 x 1 10
05851014 C-ÜM-6-M10x1-MSv 6 11,5 12 M10 x 1 10
05859023 C-ÜM-8-M12x1-MSv 8 12,0 14 M12 x 1 10
05850027 C-ÜM-10-M16x1.5-MSv 10 15,5 19 M16 x 1,5 10
05854032 C-ÜM-12-M18x1.5-MSv 12 15,5 22 M18 x 1,5 10
05850038 C-ÜM-14-M22x1.5-MSv 14 17,5 27 M22 x 1,5 5
05853039 C-ÜM-15-M22x1.5-MSv 15 17,0 27 M22 x 1,5 5
05850040 C-ÜM-16-M24x1.5-MSv 16 17,5 30 M24 x 1,5 5
05850041 C-ÜM-18-M26x1.5-MSv 18 18,5 32 M26 x 1,5 5

05854305 C-ÜM-4-LLR-M8x1-V4A 4 11,5 10 M8 x 1 100 LL 10
05857314 C-ÜM-6-LLR-M10x1-V4A 6 12,0 12 M10 x 1 100 LL 10
05850322 C-ÜM-6-LR-M12x1.5-V4A 6 15,0 14 M12 x 1,5 315 L 10
05850324 C-ÜM-8-LLR-M12x1-V4A 8 12,5 14 M12 x 1 100 LL 10
05855323 C-ÜM-8-LR-M14x1,5-V4A 8 15,0 17 M14 x 1,5 315 L 10
05856327 C-ÜM-10-LR-M16x1,5-V4A 10 16,0 19 M16 x 1,5 315 L 10
05856333 C-ÜM-12-LR-M18x1.5-V4A 12 16,0 22 M18 x 1,5 315 L 10
05850334 C-ÜM-12-SR-M20x1.5-V4A 12 18,0 24 M20 x 1,5 630 S 10
05850335 C-ÜM-14-SR-M22x1.5-V4A 14 20,0 27 M22 x 1,5 630 S 10
05859339 C-ÜM-15-LR-M22x1.5-V4A 15 17,5 27 M22 x 1,5 315 L 5
05850340 C-ÜM-16-SR-M24x1.5-V4A 16 21,0 30 M24 x 1,5 400 S 5
05852351 C-ÜM-18-LR-M26x1.5-V4A 18 18,0 32 M26 x 1,5 315 L 5
05857359 C-ÜM-22-LR-M30x2-V4A 22 20,5 36 M30 x 2 160 L 5
05850367 C-ÜM-28-LR-M36x2-V4A 28 21,0 41 M36 x 2 160 L 5
05858371 C-ÜM-35-LR-M45x2-V4A 35 24,0 50 M45 x 2 160 L 5
05856380 C-ÜM-42-LR-M52x2-V4A 42 24,0 60 M52 x 2 160 L 5

05890101 C-VK-4-MS 7,5 10
05890100 C-VK-6-MS 10,0 10
05890102 C-VK-8-MS 9,5 10
05890103 C-VK-10-MS 9,5 10
05890104 C-VK-12-MS 9,5 10
05890105 C-VK-14-MS 9,5 10
05890106 C-VK-15-MS 10,5 10
05890107 C-VK-16-MS 10,5 10
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C10

Cutting ring Messing

order-no. type pipe outer ø øD H VPE

Cutting ring
stainless steel

1.4571 (AISI 
316ti)

order-no. type
pipe outer 

ø
ø D H

PN 
bar

für 
Reihe

VPE

Plug-in bush Messing

order-no. type ø D ø D1 H VPE

Plug-in bush
stainless steel

1.4571 (AISI 
316ti)

order-no. type ø D H VPE

05872305 C-SR-4-LL-V4A 4 4 6,0 100 LL 50
05871307 C-SR-6-LL-V4A 6 6 7,0 100 LL 50
05870308 C-SR-6-L/SR-V4A 6 6 9,5 315 L + S 50
05873309 C-SR-8-LL-V4A 8 8 7,0 100 LL 10
05870310 C-SR-8-L/SR-V4A 8 8 9,5 630 L + S 50
05877311 C-SR-10-L/SR-V4A 10 10 10,5 630 L + S 10
05879313 C-SR-12-L/SR-V4A 12 12 10,5 630 L + S 10
05870315 C-SR-14-S-V4A 14 14 10,0 630 S 50
05874316 C-SR-15-L-V4A 15 15 10,5 315 L 10
05870317 C-SR-16-S-V4A 16 16 10,5 400 S 50
05872319 C-SR-18-L-V4A 18 18 10,5 315 L 10
05873323 C-SR-22-L-V4A 22 22 12,0 160 L 25
05876329 C-SR-28-L-V4A 28 28 11,0 160 L 25
05879336 C-SR-35-L-V4A 35 35 14,0 160 L 25
05871343 C-SR-42-L-V4A 42 42 14,0 160 L 5

05876005 C-SR-4-MS 4 4 6,0 50
05875007 C-SR-6-MS 6 6 7,0 50
05877009 C-SR-8-MS 8 8 7,0 50
05871011 C-SR-10-MS 10 10 10,0 10
05873013 C-SR-12-MS 12 12 10,0 50
05870015 C-SR-14-MS 14 14 10,0 10
05878016 C-SR-15-MS 15 15 10,0 50
05870017 C-SR-16-MS 16 16 10,0 50
05870018 C-SR-18-MS 18 18 10,5 25

05885005 C-EH-4/2-MS 2,0 3,5 8 50
05884007 C-EH-5/3-MS 3,0 5,0 10 50
05886009 C-EH-6/4-MS 4,0 5,0 10 50
05880011 C-EH-8/6-MS 6,0 7,0 13 10
05882013 C-EH-10/8-MS 8,0 9,5 14 10
05884015 C-EH-12/10-MS 10,0 11,5 16 10
05884016 C-EH-14/12-MS 12,0 13,5 16 10
05889018 C-EH-15/12,5-MS 12,5 14,5 17 10
05889019 C-EH-16/14-MS 14,0 15,5 18 10

05882309 C-EH-6/4-V4A 3,8 15,5 10
05886311 C-EH-8/6-V4A 5,8 15,5 10
05888313 C-EH-10/8-V4A 7,8 16,5 10
05880316 C-EH-12/9-V4A 8,8 16,5 10
05880315 C-EH-12/10-V4A 9,8 16,5 10


