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Application: silencers made of sintered bronze are applied in all cases where suction and exhaust noises

shall be reduced at technical devices and machines. They reduce the noise level of pneumatic control units to

a fraction of the original amount. Due to the ball-shaped and smooth part form of the bronze, there is a very

good possibility of cleaning them by back-flushing.

Material	 :	 ball-shaped Bronze Bz 90/10    /    steinless steel

Technical data

Connection	 :	 Withworth pipe thread, BSP-thread, cylindrical 
Temperature range	 :	 0°C up to 180°C 
Pressure range	 :	 max. 12 bar 
Medium	 :	 Compressed air / carbon dioxide and fresh water 
Pore size	 :	 approx. 40 - 50 μm

Silencer - Standard sinter bronze

order-no. type thread B F H VPE

Silencer - with hexagon sinter bronze

order-no. type thread SW F H VPE

Silencer - with hexagon
stainless 

steel

order-no. type thread SW F H VPE

Silencer - short, with hexagon sinter bronze

order-no. type thread B SW F H VPE

Silencer - short, without bottom plate sinter bronze

order-no. type thread (A) Ø B H VPE

15017053 J-SD2-M5-SB-B M5 8 5 20 10
15019055 J-SD2-1/8-SB-B G1/8 12 6 24 10
15015056 J-SD2-1/4-SB-B G1/4 15 8 29 10
15018057 J-SD2-3/8-SB-B G3/8 19 9 38 10
15014058 J-SD2-1/2-SB-B G1/2 22 11 46 10
15010060 J-SD2-3/4-SB-B G3/4 27 11 55 5
15016060 J-SD2-1-SB-B G1 36 14 71 5

15014106 J-SD11-M5-VA M5 8 5 20 10
15014111 J-SD11-1/8-VA-B G1/8 14 7 30 10
15014109 J-SD11-1/4-VA-B G1/4 17 9 34 10
15014112 J-SD11-3/8-VA-B G3/8 19 9 40 10
15014113 J-SD11-1/2-VA-B G1/2 24 10 49 10
15014114 J-SD11-3/4-VA-B G3/4 30 10 55 5
15014115 J-SD11-1-VA-B G1 36 11 69 5

15017203 J-SD5-M5-SB-B M5 7 8 4 9 10
15019205 J-SD5-1/8-SB-B G1/8 11 13 6 13 10
15015206 J-SD5-1/4-SB-B G1/4 14 16 8 14 10
15018207 J-SD5-3/8-SB-B G3/8 17 19 10 17 5
15014208 J-SD5-1/2-SB-B G1/2 22 22 11 19 5
15010209 J-SD5-3/4-SB-B G3/4 28 27 11 20 5
15016210 J-SD5-1-SB-B G1 34 36 15 27 5

15028204 J-SD25-1/8-SB G1/8 5,5 5,5 5,2 10
15024205 J-SD25-1/4-SB G1/4 6 8 6 10
15027206 J-SD25-3/8-SB G3/8 9,5 9 7 10
15023207 J-SD25-1/2-SB G1/2 12,5 12 9 10
15029208 J-SD25-3/4-SB G3/4 19 20 9 10
15025209 J-SD25-1-SB G1 24 25 10 10

15015003 J-SD1-M5-SB-B M5 7 4 18,0 10
15017005 J-SD1-1/8-SB-B G1/8 11 6 22,0 10
15013006 J-SD1-1/4-SB-B G1/4 14 8 27,0 10
15016007 J-SD1-3/8-SB-B G3/8 18 11 37,0 10
15012008 J-SD1-1/2-SB-B G1/2 24 11 45,0 10
15018009 J-SD1-3/4-SB-B G3/4 30 12 64,0 5
15014010 J-SD1-1-SB-B G1 36 15 76,0 5
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Application: silencers made of plastic are applied in all cases where suction and exhaust noises shall be 
reduced at technical devices and machines. They reduce the noise level of pneumatic control units to a fraction 
of the original amount.

Silencer	 plastic blue

Silencer	  Vyon

Application: Silencers made of Vyon are used in all cases where a particle deposition of the environment would
obturate the pores of usual sinter silencers, like for example in the cement and concrete industry.

Material               	  :     Polyethylene

Technical data

Connection	 :	 Withworth pipe thread, BSP-thread, cylindrical
Temperature range	 :	 -30°C up to +80°C
Pressure range	 :	 max. 8 bar
Medium	 :	 compressed air

Material	 :	 Housing	 insulating material	 	

		  POM	 ABS-plastic

Technical data

Connection	 :	 Withworth pipe thread, BSP-thread, cylindrical 
Temperature range	 :	 -10°C up to +80°C 
Pressure range	 :	 max. 6 bar 
Medium	 :	 compressed air

order-no. type thread F H D VPE

order-no. type thread ø H1 H2 VPE

15013456 J-SD10-1/8-KU-blau-B G1/8 6 32,5 15,5 10
15019456 J-SD10-1/4-KU-blau-B G1/4 8 43,0 19,5 10
15012457 J-SD10-3/8-KU-blau-B G3/8 11 58,0 24,5 10
15018458 J-SD10-1/2-KU-blau-B G1/2 11 58,0 24,5 5
15014458 J-SD10-3/4-KU-blau G3/4 18 115,0 48,0 5
15010459 J-SD10-1-KU-blau G1 18 115,0 48,0 5

15010300 J-SD3-M5-VY M5 6,5 23,0 19 10
15010301 J-SD3-1/8-VY G1/8 12,5 34,0 28,0 10
15010302 J-SD3-1/4-VY G1/4 15,5 42,5 35,5 10
15010303 J-SD3-3/8-VY G3/8 18,5 67,5 56,0 10
15010304 J-SD3-1/2-VY G1/2 23,5 78,0 67,0 10
15010307 J-SD3-3/4-VY G3/4 38,5 140,0 124,5 5
15010305 J-SD3-1-VY G1 49,0 160,0 140,5 5
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PVC-seal ring - standard PVC-hard

order-no. type for thread øD1 øD2 S VPE

PA-seal ring - retentive PA

order-no. type for thread øD1 øD2 S VPE

Copper seal ring CU

order-no. type for thread øD1 øD2 S VPE

Aluminium seal ring aluminium

order-no. type for thread øD1 øD2 S VPE

Spacer ring

order-no. type for thread øD1 øD2 S VPE

VS - seal ring brass nickel-plated

order-no. type for thread øD2 S VPE

15031502 J-D1-M5-PVC M5 5,1 8 1,0 100
15033504 J-D1-1/8-PVC G1/8 10,1 13 1,5 100
15039505 J-D1-1/4-PVC G1/4 13,2 18 2 100
15032506 J-D1-3/8-PVC G3/8 16,8 22 2,0 100
15038507 J-D1-1/2-PVC G1/2 21,0 28 2,0 100
15034508 J-D1-3/4-PVC G3/4 26,5 33 2,0 10
15030509 J-D1-1-PVC G1 33,5 39 2,0 10

15030500 J-D2-M5-PA M5 5,1 8 1,3 100
15037503 J-D2-M6-PA M6 6,1 9 1,3 100
15030502 J-D2-1/8-PA G1/8 9,8 14 1,8 100
15030503 J-D2-1/4-PA G1/4 13,2 18 1,8 100
15030504 J-D2-3/8-PA G3/8 16,7 21 1,8 100
15030505 J-D2-1/2-PA G1/2 21,1 26 1,8 100

15034954 J-D10-1/8-CU G1/8 10,3 14 1 100
15030955 J-D10-1/4-CU G1/4 14,0 18 1,5 100
15033956 J-D10-3/8-CU G3/8 17,0 21 1,5 100
15039957 J-D10-1/2-CU G1/2 21,3 26 1,5 100
15035958 J-D10-3/4-CU G3/4 27,5 32 2 50

15044052 J-D12-M5-AL M5 5,1 7,5 1,0 100
15046054 J-D12-1/8-AL G1/8 10,3 14,0 0,8 100
15042055 J-D12-1/4-AL G1/4 14,0 17,5 1,5 100
15045056 J-D12-3/8-AL G3/8 16,7 21,0 1,5 100
15041057 J-D12-1/2-AL G1/2 21,3 25,0 1,5 100
15047058 J-D12-3/4-AL G3/4 27,2 32,0 1,5 100

15060002 J-DR5-M5 M5 5,0 8 3,5 100
15062004 J-DR5-1/8 G1/8 10,0 14 4,0 100
15068005 J-DR5-1/4-POM G1/4 14,0 18 5,0 100
15061006 J-DR5-3/8 G3/8 17,0 21 5,0 100
15067007 J-DR5-1/2 G1/2 21,5 26 5 100

15062500 J-D15-1/8-VS G1/8 14,7 2,2 10
15062501 J-D15-1/4-VS G1/4 17,7 2,2 10
15062502 J-D15-3/8-VS G3/8 21,8 2,2 10
15062503 J-D15-1/2-VS G1/2 26,3 2,2 10

Installationsmaterial - Dichtringe
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PA - hose binder PA

order-no. type width in mm
max. tensible 
length in mm

VPE

Leackage finder spray

Application: The leackage finder spray J-LSP is used for testing the leak tightness of pipe connections,
containers, valves etc., which are under gas or air pressure. This leackage finder can be used with all kinds of
gas, like for example oxygen, air pressure, nitrogen, carbonic acid and all inflammable gases.The spray is not
inflammable, anticorrosive, skin-friendly and DVGW-tested.

order-no. type volume (ml) VPE

Sealing liquid – soluble middle solid

Application: For sealing and fastening pipe and screw connections in hydraulic and pneumatic applications. 
Can be dismantled up to M 20 or R 3/4".

order-no. type volume (ml) VPE

Thread sealing strip - PTFE PTFE

order-no. type length width VPE

Sealing liquid - not soluble solid

Application: for the gluing on and sticking in of bearings, bushings, sockets, gearwheels, shafts, rotors etc.,
very quick hardening, hardly removable, heat resistant.

order-no. type volume (ml) VPE

Other sealing liquids and adhesives are available on request!

15113506 J-SBN-98-2.5-PA 2,5 70 100
15116510 J-SBN-130-2.6-PA 2,5 110 100
15117513 J-SBN-160-2.5-PA 2,6 135 100
15110520 J-SBN-290-3.6-PA 3,7 250 100
15113525 J-SBN-370-3.6-PA 3,6 330 100
15118528 J-SBN-360-4.8-PA 4,9 320 100
15110531 J-SBN-365-7.8-PA 7,8 320 100
15115539 J-SBN-750-7.8-PA 7,6 680 100

15077005 J-GDB-12-12-PTFE 12 Meter 12 mm 10

15073305 J-LSP-400 400 3

15071251 J-DFL-20 AN-305-42-PEN 20 1
15071252 J-DFL-50 AN-305-42-PEN 50 1

15077271 J-DFN-20 AN-306-38-PEN 20 1
15077272 J-DFN-50 AN-306-38-PEN 50 1

Installationsmaterial - Zubehör
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Spray cleaner

This spray cleaner is the ideal cleaner for the application in the whole industry and in the handicraft 
business, for repair and mounting. It degreases and cleans all metalls, glass, ceramics and nearly 
all plastics. However, thermoplasts like PVC, plexiglass, polystyrole etc. and simple paint coatings 
can be etched. This spray cleaner works residue-free, it removes even resinified lubricants.  

Application: For the cleaning of:	 - brakes (drum brakes and disc brakes, coatings (films), brake blocks 
	   (pads), cylinders, springs and bushes)
	 - coupling (coupling coatings and –parts)
	 - motor parts (carburetor, gasoline- and oil pumps, gears etc.)

order-no. type volume (ml) VPE

Rust remover - rust shock

Application: rust shock helps also in otherwise unpromising cases, in which screw connections up to now 
could only be dismantled/unscrewed mechanically (flex, blowpipe or similar instruments). From its chemical 
composition the product cannot be compared with normal rust removers.Its immediate effect is based upon 
its dual function:
The special composition of the active substances induces a cold shock on the corroded work piece. In these 
very small interspaces which have been created by the cold shrinking, rust shock penetrates very profoundly 
due to its high capillar effect. There it immediatety dissolves the rust cristals and thus breaks the connection 
between the rust layers..

order-no. type volume (ml) VPE

Rust remover and contact spray

Application: With maintenance and repair works, there is often the problem how to break old connections 
and screwings. Here helps this spray with its sixfold impact. It dissolves rust from screwings, bolts, tubes and 
joints — it displaces water from ignition contacts and electrical circuits — protects against corrosion with a 
lasting effect — it lubricates sliding surfaces — and as an additional effect , it maintains and cleans brake rods, 
bowden cables, all types of chains and keeps them smooth.

order-no. type volume (ml) VPE

Seal- and adhesive remover

Application: This seal- and adhesive remover quickly and easily removes old sealing and hardened adhesive
scraps, paints and colours. It makes redundant the application of mechanical tools, thus it treats the work 
piece carefully and saves time. The surface to be sealed becomes clean like metall and guarantees high 
density.

order-no. type volume (ml) VPE

Hochleistungsschneideöl - BIO-CUT

Application: BIO-CUT is a high-performance cutting oil that combines the latest findings in tribology and 
environmental protection. It is used for drilling, turning, milling, reaming, sawing, punching and thread cutting 
of all types of steel, cast iron, stainless steels, copper, brass, aluminium and their alloys. 

BIO-CUT is simply sprayed, brushed or dripped onto the workpiece in undiluted form.

order-no. type volume (ml) VPE

15073306 J-SR-500 500 1

15073307 J-RLÖ-400 400 1

15073309 J-DKE-400 400 1

15073301 J-HSÖ-400 400 1

15073316 J-RLKS-400 400 1
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Hose clamp steel zink-plated

order-no. type
range 
in mm

width in mm SW VPE

Hose clamp stainless steel

order-no. type
range 
in mm

width in mm SW VPE

Hose clamp - snapping plastic

order-no. type
range 
in mm

width in mm VPE

15080004 J-SS1-8-12-STz 8 - 12 9 7 50
15089006 J-SS1-10-16-STz 10 - 16 9 7 50
15081008 J-SS1-12-22-STz 12 - 22 9 7 50
15087012 J-SS1-16-27-STz 16 - 27 9 7 50
15088016 J-SS1-23-35-STz 23 - 35 9 7 50
15086019 J-SS1-30-45-STz 30 - 45 9 7 25
15087023 J-SS1-32-50-STz 32 - 50 9 7 25
15089025 J-SS1-40-60-STz 40 - 60 9 7 25
15080029 J-SS1-50-70-STz 50 - 70 9 7 25
15086031 J-SS1-60-80-STz 60 - 80 9 7 25
15088033 J-SS1-70-90-STz 70 - 90 9 7 25
15080035 J-SS1-80-100-STz 80 - 100 9 7 25
15081039 J-SS1-100-120-STz 100 - 120 9 7 25
15083041 J-SS1-110-130-STz 110 - 130 9 7 25
15085043 J-SS1-120-140-STz 120 - 140 9 7 25

15089104 J-SS3-8-12-V2A 8 - 12 9 7 50
15088106 J-SS3-10-16-V2A 10 - 16 9 7 50
15080108 J-SS3-12-22-V2A 12 - 22 9 7 50
15086112 J-SS3-16-27-V2A 16 - 27 9 7 50
15087116 J-SS3-23-35-V2A 23 - 35 9 7 50
15085119 J-SS3-30-45-V2A 30 - 45 9 7 25
15086123 J-SS3-32-50-V2A 32 - 50 9 7 25
15088125 J-SS3-40-60-V2A 40 - 60 9 7 25
15089129 J-SS3-50-70-V2A 50 - 70 9 7 25
15085131 J-SS3-60-80-V2A 60 - 80 9 7 25
15087133 J-SS3-70-90-V2A 70 - 90 9 7 25
15089135 J-SS3-80-100-V2A 80 - 100 9 7 25
15080139 J-SS3-100-120-V2A 100 - 120 9 7 25
15082141 J-SS3-110-130-V2A 110 - 130 9 7 25
15084143 J-SS3-120-140-V2A 120 - 140 9 7 25
15086145 J-SS3-130-150-V2A 130 - 150 9 7 25

15090501 J-SS5-8-10-KU 8 - 10 7 50
15090502 J-SS5-10-12-KU 10 - 12 7 50
15090503 J-SS5-11-13-KU 11 - 13 7 50
15090500 J-SS5-13-15-KU 13 - 15 7 50
15090504 J-SS5-14-16-KU 14 - 16 7 50
15090505 J-SS5-15-17-KU 15 - 17 7 50
15090506 J-SS5-16-18-KU 16 - 18 7 50
15090507 J-SS5-17-19-KU 17 - 19 7 50
15090508 J-SS5-18-20-KU 18 - 20 7 50
15090509 J-SS5-20-22-KU 20 - 22 7 50
15090510 J-SS5-21-23-KU 21 - 23 7 50
15090511 J-SS5-23-25-KU 23 - 25 7 50
15090512 J-SS5-26-28-KU 26 - 28 7 50
15090513 J-SS5-30-32-KU 30 - 32 7 50
15090514 J-SS5-33-35-KU 33 - 35 7 25
15090515 J-SS5-35-37-KU 35 - 37 7 25
15090516 J-SS5-38-40-KU 38 - 40 7 25
15090517 J-SS5-40-42-KU 40 - 42 7 25
15090518 J-SS5-42-44-KU 42 - 44 7 25
15090519 J-SS5-44-46-KU 44 - 46 7 25
15090520 J-SS5-47-49-KU 47 - 49 7 25
15090521 J-SS5-50-52-KU 50 - 52 7 25

Installationsmaterial - Zubehör

133Technical and visual modifications are reserved.

         Series J10

J10

Installation material - accessories



Hose clamp steel zink-plated

order-no. type
range 
in mm

width in mm VPE

Hose bundling spiral plastic

Application: These hose bundling spirals are applied in all cases where hoses are bundled and are to be 
layed properly together. The hoses are layed side by side in parallel and the hose bundling spiral is turned 
clockwise around the hoses.
This connection can be loosened as often as required.

order-no. type
bandwidth  

in mm
bundling rang from  

- up to (mm)
VPE 

m

	 type	 for hose	 number of
		  outer Ø	 clamps

J-SKM-  4,3-10-KU	 4,3	 10

J-SKM-  6,0-10-KU	 6,0	 10

J-SKM-  8,0-10-KU	 8,0	 10

J-SKM-10,0-  6-KU	 10,0	 6

J-SKM-11,5-  6-KU	 11,5	 6

Hose clamping strip - multiple plastic

Application: These hose clamping strips are applied in all cases where hoses shall be layed side by side in
parallel. They can be mounted anywhere with 2 screws and the hoses can be loosened from the clamp as
often as required. With hose diameters 4, 3, 6 and, 8 there can be mounted 10 hoses in parallel, with hose
diameters of 10 and 11,5 only 6 hoses can be mounted.

order-no. type L B H I1 I2 a d VPE

15095251 J-SK1-5-7-STz 5 - 7 6 100
15097253 J-SK1-7-9-STz 7 - 9 7 100
15093254 J-SK1-9-11-STz 8 -11 7 100
15092256 J-SK1-11-13-STz 11 - 13 7 100
15094258 J-SK1-13-15-STz 13 - 15 8 100
15091260 J-SK1-15-17-STz 15 - 17 8 100
15094265 J-SK1-18-21-STz 17 - 20 9 100
15092270 J-SK1-20-23-STz 20 - 23 9 100

15120011 J-SBS-6/4-5-50-KU-schwarz 5 5 - 20 50
15127010 J-SBS-6/4-5-50-KU-nat. 5 5 - 20 50
15120021 J-SBS-6/4-5-50-KU-blau 5 5 - 20 50
15120015 J-SBS-8/6-8-80-KU-schwarz 8 8 - 40 50
15128013 J-SBS-8/6-8-80-KU-nat. 8 8 - 40 50
15120014 J-SBS-8/6-8-80-KU-blau 8 8 - 40 50
15120017 J-SBS-12/9-11-KU-schw 11 10 - 60 50
15121020 J-SBS-12/9-10-100-KU-nat. 11 10 - 60 50
15120016 J-SBS-12/9-10-100-KU-blau 11 10 - 60 50

15132055 J-SKM-4.3-10-KU 100,4 14 9,0 5,2 10,0 6,0 2,4 10
15133059 J-SKM-6-10-KU 110,0 14 9,0 5,5 11,0 5,5 3,0 10
15133061 J-SKM-8-10-KU 140,4 15 12,5 6,4 14,2 7,5 2,8 10
15130066 J-SKM-10-6-KU 119,2 18 15,0 8,6 20,4 9,0 2,8 10
15135070 J-SKM-11.5-6-KU 118,5 18 16,5 8,8 20,2 10,0 2,8 10

Installationsmaterial - Zubehör
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Einsatz: Aluminium-Ausblasepistolen sind für den rauhen Alltagsbetrieb in Werkstätten, der Schweißindustrie, 
in Gießereien und in der Landwirtschaft konzipiert. Lange Lebensdauer und gute Blasleistung zeichnen diese 
Alupistolen aus.

Ausblasepistolen aus Kunststoff werden bevorzugt in der Feinmechanik eingesetzt, da hier die Leicht-
gängigkeit und die gute Dosierbarkeit Vorteile bieten. Durch die ergonomische Formgebung werden  
Ermüdungserscheinungen reduziert, an Frauenarbeitsplätzen wird zudem die leichte Bauweise und das an-
genehme Handling geschätzt.

Blow-out gun with short nozzle aluminium

Application: Due to their bundled air beam, these blow-out pistols are ideally suited for the cleaning of blind
holes and work pieces

order-no. type Connection VPE

Blow-out pistols with safety nozzle aluminium

Application: The safety nozzle is with central bore and lateral ring slot. With the blowing out a protection
shield is generated against the recoiling chips. Also the noise level is notedly reduced. When the nozzle bore
is kept shut the air escapes through the ring slot.

order-no. type Connection VPE

Blow-out pistol with extension pipe aluminium

Application: Blow-out pistols with extension pipe are used for the blowing out of deep holes and on blind
locations.

order-no. type Connection VPE

Blow-out pistols with extension pipe plastic

Application: Blow-out pistols with extension pipe are used for the blowing out of deep holes and on blind
locations.

order-no. type Connection VPE

Blow-out pistol “mini” plastic plastic

Application:
Due to their bundled air jet, these blow-off guns are ideal for cleaning blind holes and workpieces.

order-no. type Connection VPE

15140255 J-AP1-SA7-AL Kupplungsstecker NW 7 1

15140256 J-AP2-SA7-AL Kupplungsstecker NW 7 1

15141253 J-AP3-1/4-KU G1/4 1

15140254 J-AP3-SA7-AL Kupplungsstecker NW 7 1

15141252 J-AP1-1/4-KU G1/4 1

Ausblasepistolen
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15140260 J-RFM1-0/10-1/4 G1/4 IG 1

15140261 J-RFM2-0/10-1/4 G1/4 IG 1

Tyre inflation gauge - hose length 400 mm 
with 2 position levers for aeration and venting  

order-no. type connection VPE

Reifenfüllmessgeräte* 
*HINWEIS:	 Die auf dieser Seite angebotenen Reifenfüllmessgeräte sind nicht geeicht und dürfen somit in Kfz-Werkstätten, Reifendiensten, 
	 an Tankstellen und Kraftfahrzeugpflegestellen die dem Mess- und Eichwesen unterliegen nicht verwendet werden!

Tyre inflation gauge - hose length 400 mm 
with pressure release button

order-no. type connection VPE
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tyre inflation gauge* 
*ATTENTION:	 The tyre pressure gauges offered on this page are not calibrated and may therefore not be used in car workshops, tyre services, 
	 at petrol stations and vehicle care stations which are subject to the relevant laws and standards!


