
Technical dataApplication Assembly

Automatically operated ball 
valves with pneumatic or electric 
drive are used for blocking or 
by-passing gaseous or liquid 
media.

These automatic ball valves are 
primarily used in the plant 
construction industry or in the 
chemical industry.

Absolute tightness is reached in 
the application with vacuum.

Pneumatic Ball Valves
brass nickel-plated

stainless steel

limit-switch boxes

The technical data and the field 
of application are assigned 
to the respective article in the 
catalog.

The size of the rotary drive 
is dimensioned for the medium 
water at 20°C and 6 bar. 
 
Control pressure 6-7 bar. 

Unless otherwise stated, the 
valves are manufactured in 
accordance with Art. 4 Para. 
3 of the Pressure Equipment 
Directive PED 2014/68/EU.
The stated operating parame-
ters of the valves refer only 
to non-overheated liquids of 
group 2 according to PED.

Application

	pneumatic

	fittings

	filling technology

	waste water installations

	chemical industry

	dosing technology

	dyeing plants

	galvanotechnics

	tannery

	hot-water control

	milking machines

	milk industry

	food industry

	fruit presses

	petrochemistry

	industrial washing plants

	textile industry

	water treatment

Series 

K21

155

	2/2-way ball valves can 
	 be admitted with pressure 
	 at every side.

	With the 3/2-way ball valves 
	 the circuit diagram must be 
	 observed.

	The ball valves are firmly 
	 connected with pipes made 
	 of copper, stainless steel, 
	 steel or plastic.

	Fittings and installation 
	 material

	You can find in our 
 
	 series F =	fittings 
	 series J =	 installation 
		  material.

K21

price query on:
pneumatikshop.de



156 Technical and visual modifications are reserved.

Series K21

K21

2/2-Way Pneumatic Ball Valve	 brass nickel-plated 
2 piece body, full pass, double-acting - single-acting 

ball sealing	 control shaft sealing:	 o-ring

PTFE	 PTFE	 FKM

housing	 ball	 control shaft

brass nickel-plated	 brass hard-chrome plated	 brass

Function ball valve							       Function control valve

2/2-Way double-acting	 - D:						      5/2-way Namur-valve

2/2-Way single-acting - NG:						      3/2-way valve NG

2/2-Way single-acting - NO:						      3/2-way valve NG

Dimensions

Technical Data ball valve	

Design	 :	 ball valve with floating precision ball in PTFE-shells 
Operating	 :	 pneumatical with 5/2-way valve or 3/2-way valve 
Thread	 :	 G1/4 up to G3 Withworth pipe thread 
Mounting position	 :	 optional 
Operating pressure	 :	 see table 
Control pressure	 :	 max. 10 bar 
Temperature range	 :	 -15°C up to +80°C  
Mounting G1/4 - G3	 :	 flange mounting, moulded at the ball valve. By that no mismatch from the actuator 
		  to the ball valve. 
Flow direction	 :	 optional 
Medium	 :	 neutral gases and non-aggressive liquids 
 
The size of the rotary drive is dimensioned for the medium water at 20°C and 6 bar. 
Control pressure 6-7 bar.

A B C D E F

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

1/4 114 121 22,5 30 22,5 41,5 65 65 142 147
3/8 114 121 22,5 30 22,5 41,5 65 65 142 147
1/2 114 121 22,5 30 22,5 41,5 65 65 142 147
3/4 112 124 28,5 30 36,5 41,5 75 75 122 147
1 116 128 28,5 30 36,5 41,5 86 86 122 147

1 1/4 121 148,5 28,5 36 36,5 47 95 95 122 168
1 1/2 149 164,5 30 36 41,5 47 101 101 147 168

2 156 171,5 30 36 41,5 47 120 120 147 168
2 1/2 197,5 209,5 36 42 47 53 165 165 168 184

3 207,5 219,5 36 42 47 53 188 188 168 184
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157Technical and visual modifications are reserved.

Series K21

K21

2/2-Way Pneumatic Ball Valve	 brass nickel-plated
2-piece, full pass, double-acting - single-acting 

2/2-Way Pneumatic Ball Valve - double-acting
2-piece, female thread - full pass

brass nickel-plated

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

2/2-Way Pneumatic Ball Valve - single-acting
2-piece, female thread - full pass

brass nickel-plated

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

20300130 K-PNK-D130-1/4-MSv G1/4 11,5 40 DA32 1
20300131 K-PNK-D130-3/8-MSv G3/8 15,0 40 DA32 1
20300132 K-PNK-D130-1/2-MSv G1/2 15,0 40 DA32 1
20300133 K-PNK-D130-3/4-MSv G3/4 20,0 40 DA42 1
20300134 K-PNK-D130-1-MSv G1 25,0 32 DA42 1
20300135 K-PNK-D130-1 1/4-MSv G1¼ 32,0 32 DA42 1
20300136 K-PNK-D130-1 1/2-MSv G1½ 38,0 30 DA52 1
20300137 K-PNK-D130-2-MSv G2 47,0 30 DA52 1
20300138 K-PNK-D130-2 1/2-MSv G2½ 64,0 30 DA63 1
20300139 K-PNK-D130-3-MSv G3 78,0 25 DA63 1

20300170 K-PNK-S130-1/4-MSv G1/4 11,5 15 SR52 1
20300171 K-PNK-S130-3/8-MSv G3/8 15,0 40 SR52 1
20300172 K-PNK-S130-1/2-MSv G1/2 15,0 40 SR52 1
20300173 K-PNK-S130-3/4-MSv G3/4 20,0 40 SR52 1
20300174 K-PNK-S130-1-MSv G1 25,0 32 SR52 1
20300175 K-PNK-S130-1 1/4-MSv G1¼ 32,0 32 SR63 1
20300176 K-PNK-S130-1 1/2-MSv G1½ 38,0 30 SR63 1
20300177 K-PNK-S130-2-MSv G2 47,0 30 SR63 1
20300178 K-PNK-S130-2 1/2-MSv G2½ 64,0 30 SR75 1
20300179 K-PNK-S130-3-MSv G3 78,0 25 SR75 1



158 Technical and visual modifications are reserved.

Series K21

K21

2/2-Way Pneumatic Ball Valve	 stainless steel
2-piece, full pass, double-acting - single-acting

Technical Data ball valve	  

Design	 :	 ball valve with floating precision ball in PTFE-shells 
Operating	 :	 pneumatical with 5/2-way valve or 3/2-way valve 
Thread	 :	 G1/4 up to G3 Withworth pipe thread BSP 
Mounting position	 :	 optional 
Operating pressure	 :	 see table 
Control pressure	 :	 max. 10 bar 
Temperature range	 :	 -20°C up to +160°C (pressure dependent) 
Mounting 	 :	 flange mounting, moulded at the ball valve. 
		  By that no mismatch from the actuator to the ball valve. 
Flow direction	 :	 optional 
Medium	 :	 aggressive media (Please pay attention to the table of resistances!)

housing	 ball	 control shaft

stainless steel 1.4408	 stainless steel 1.4401	 stainless steel 1.4401

ball sealing	 control shaft sealing:	 o-ring

PTFE	 PTFE /FKM	 FKM

Dimensions

Function ball valve							       Function control valve

2/2-Wege double-acting	 - D:						      5/2-way Namur-valve

2/2-Way single-acting	 - NG:						      3/2-way valve NG

2/2-Way single-acting	 - NO:						      3/2-way valve NG
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A B C D E F

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

1/4 117 142 22,5 30 22,5 41,5 50 50 142 147
3/8 117 142 22,5 30 22,5 41,5 60 60 142 147
1/2 125 142 22,5 30 22,5 41,5 76 76 142 147
3/4 125 122 28,5 30 36,5 41,5 80 80 122 147
1 129 122 28,5 36 36,5 47 90 90 122 168

1 1/4 147 147 30 42 41,5 53 110 110 147 184
1 1/2 167,5 168 36 42 47 53 120 120 168 184

2 180,5 168 36 46 47 57 140 140 168 204
2 1/2 221,8 204 46 46 57 57 185 185 204 204

3 234,8 204 46 50 57 61 205 205 204 262



159Technical and visual modifications are reserved.

Series K21

K21

2/2-Way Pneumatic Ball Valve	 stainless steel
2-piece, full pass, double-acting - single-acting 

2/2-Way Pneumatic Ball Valve - double-acting
2-piece, female thread - full pass

stainless 
steel

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

2/2-Way Pneumatic Ball Valve - single-acting
2-piece, female thread - full pass

stainless 
steel

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

20300220 K-PNK-D860-1/4-VA G1/4 8 63 DA32 1
20300221 K-PNK-D860-3/8-VA G3/8 10 63 DA32 1
20300222 K-PNK-D860-1/2-VA G1/2 15 63 DA32 1
20300223 K-PNK-D860-3/4-VA G3/4 20 63 DA42 1
20300224 K-PNK-D860-1-VA G1 25 63 DA42 1
20300225 K-PNK-D860-1 1/4-VA G1¼ 32 63 DA52 1
20300226 K-PNK-D860-1 1/2-VA G1½ 40 50 DA63 1
20300227 K-PNK-D860-2-VA G2 50 50 DA63 1
20300228 K-PNK-D860-2 1/2-VA G2½ 65 50 DA83 1
20300229 K-PNK-D860-3-VA G3 80 50 DA83 1

20300230 K-PNK-S860-1/4-VA G1/4 8 63 SR52 1
20300231 K-PNK-S860-3/8-VA G3/8 10 63 SR52 1
20300232 K-PNK-S860-1/2-VA G1/2 15 63 SR52 1
20300233 K-PNK-S860-3/4-VA G3/4 20 63 SR52 1
20300234 K-PNK-S860-1-VA G1 25 63 SR63 1
20300235 K-PNK-S860-1 1/4-VA G1¼ 32 63 SR75 1
20300236 K-PNK-S860-1 1/2-VA G1½ 40 50 SR75 1
20300237 K-PNK-S860-2-VA G2 50 50 SR83 1
20300238 K-PNK-S860-2 1/2-VA G2½ 65 50 SR83 1
20300239 K-PNK-S860-3-VA G3 80 50 SR92 1
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Series K21

K21

2/2-Way Pneumatic Ball Valve	 stainless steel
3-teilig, full pass, double-acting - single-acting 

Technical Data ball valve	

Design	 :	 ball valve with floating precision ball in PTFE-shells 
Operating	 :	 pneumatical with 5/2-way valve or 3/2-way valve 
Thread	 :	 G1/4 up to G3 Withworth pipe thread BSP resp. weld-on ends 
Mounting position	 :	 optional 
Operating pressure	 :	 see table 
Control pressure	 :	 max. 10 bar 
Temperature range	 :	 -20°C up to +160°C (pressure dependent) 
Mounting	 :	 flange mounting, moulded at the ball valve. 
		  By that no mismatch from the actuator to the ball valve. 
Flow direction	 :	 optional 
Medium	 :	 aggressive media ((Please pay attention to the schedule of resistances!))

housing	 ball	 control shaft

stainless steel 1.4408	 stainless steel 1.4401	 stainless steel 1.4401

ball sealing	 control shaft sealing:	

PTFE	 PTFE	

tension rod/nut

stainless steel 1.4301

Dimensions

Function ball valve							       Function control valve

2/2-Way double-acting	 - D:						      5/2-way Namur-valve

2/2-Way single-acting	 - NG:						      3/2-way valve NG

2/2-Way single-acting	 - NO:						      3/2-way valve NG
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A B C D E F

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

1/4 117 124 22,5 30 22,5 41,5 60 60 142 147
3/8 117 124 22,5 30 22,5 41,5 60 60 142 147
1/2 125 132 22,5 30 22,5 41,5 73,5 73,5 142 147
3/4 135 142 22,5 30 22,5 41,5 80 80 142 147
1 137 164,5 28,5 36 36,5 47 90 90 122 168

1 1/4 153 180,5 30 42 41,5 53 110 110 147 184
1 1/2 183,5 195,5 36 42 47 53 120 120 168 184

2 191,5 212,8 36 46 47 57 140 140 168 204
2 1/2 228,8 228,8 46 46 57 57 185 185 204 204

3 239,8 247,5 46 50 57 61 206 206 204 262
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Series K21

K21

2/2-Way Pneumatic Ball Valve	 stainless steel
3-teilig, full pass, double-acting - single-acting 

This ball valve can be delivered with weld-on ends - on request!

2/2-Way Pneumatic Ball Valve - single-acting
3-teilig, female thread - full pass

stainless 
steel

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

2/2-Way Pneumatic Ball Valve - double-acting
3-teilig, female thread - full pass

stainless 
steel

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

20300330 K-PNK-S870-1/4-VA G1/4 8 63 SR52 1
20300331 K-PNK-S870-3/8-VA G3/8 10 63 SR52 1
20300332 K-PNK-S870-1/2-VA G1/2 15 63 SR52 1
20300333 K-PNK-S870-3/4-VA G3/4 20 63 SR52 1
20300334 K-PNK-S870-1-VA G1 25 63 SR63 1
20300335 K-PNK-S870-1 1/4-VA G1¼ 32 63 SR75 1
20300336 K-PNK-S870-1 1/2-VA G1½ 38 63 SR75 1
20300337 K-PNK-S870-2-VA G2 50 50 SR83 1
20300338 K-PNK-S870-2 1/2-VA G2½ 65 50 SR83 1
20300339 K-PNK-S870-3-VA G3 76 50 SR92 1

20300320 K-PNK-D870-1/4-VA G1/4 8 63 DA32 1
20300321 K-PNK-D870-3/8-VA G3/8 10 63 DA32 1
20300322 K-PNK-D870-1/2-VA G1/2 15 63 DA32 1
20300323 K-PNK-D870-3/4-VA G3/4 20 63 DA32 1
20300324 K-PNK-D870-1-VA G1 25 63 DA42 1
20300325 K-PNK-D870-1 1/4-VA G1¼ 32 63 DA52 1
20300326 K-PNK-D870-1 1/2-VA G1½ 38 63 DA63 1
20300327 K-PNK-D870-2-VA G2 50 50 DA63 1
20300328 K-PNK-D870-2 1/2-VA G2½ 65 50 DA83 1
20300329 K-PNK-D870-3-VA G3 76 50 DA83 1
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Series K21

K21

3/2-Way Pneumatic Ball Valve- L+T
full pass, double-acting - single-acting , pressure connections all sides

Technical Data ball valve	

Design	 :	 ball valve with floating precision ball in PTFE-shells allround sealed 
Operating	 :	 pneumatical with 5/2-way valve or 3/2-way valve 
Thread	 :	 G1/4 up to G2 Withworth pipe thread BSP 
Mounting position	 :	 optional 
Operating pressure	 :	 see table 
Control pressure	 :	 max. 10 bar 
Temperature range	 :	 -15°C up to +80°C  
Mounting 	 :	 flange mounting, moulded at the ball valve. 
		  By that no mismatch from the actuator to the ball valve. 
Flow direction	 :	 optional 
Medium	 :	 neutral gases and non-aggressive liquids

housing	 ball	 control shaft

brass nickel-plated	 brass hard-chrome plated	 brass nickel-plated

ball sealing	 control shaft sealing:

PTFE	 PTFE					   

Dimensions

Function ball valve							       Function control valve 
 
3/2-Way double-acting	 - D:						      5/2-way Namur-valve

3/2-Way single-acting	 - NG:						      3/2-way valve NG

3/2-Way single-acting	 - NO:						      3/2-way valve NG

A B C D E F G

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

1/4 115 122 22,5 30 22,5 41,5 65 65 142 147 32,5 32,5
3/8 115 122 22,5 30 22,5 41,5 65 65 142 147 32,5 32,5
1/2 118 125 22,5 30 22,5 41,5 78 78 142 147 39 39
3/4 122 149,5 28,5 36 36,5 47 87 87 122 168 43,5 43,5
1 139 154,5 30 36 41,5 47 105 105 147 168 52,5 52,5

1 1/4 144 159,5 30 36 41,5 47 118 118 147 168 59 59
1 1/2 177,5 189,5 36 42 41,5 53 134 134 168 184 67 67

2 187 199 36 42 47 53 161 161 168 184 80,5 80,5
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B

G
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Series K21

K21

3/2-Way Pneumatic Ball Valve- L+T	
full pass, double-acting - single-acting , pressure connections all sides

-	 overall sealed 
-	 pressure connection 
	 possible on all sides
-	 motion of rotation max. 90° 
-	 8 controller positions are 
	 possible by moving the rotary 
	 drive for four times position

Position 4Position 3Position 2Position 1
(default)

Position 3Position 2Position 1
(default)

-	 allround sealed 
-	 pressure connection 
	 possible on all sides
-	 motion of rotation max. 90° 
-	 6 controller positions are 
	 possible by moving the 
	 rotary drive for three times 
	 position

Switching position T-bore

Schaltstellungen  L-bore

3/2-Way T-Pneumatic Ball Valve - double-acting
T-bore- overall sealed - not free of overlapping- reduced bore

brass 
nickel-
plated

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

3/2-Way T-Pneumatic Ball Valve - single-acting
T-bore- overall sealed - not free of overlapping- reduced bore

brass 
nickel-
plated

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

3/2-Way L-Pneumatic Ball Valve - double-acting
L-bore - overall sealed - not free of overlapping- reduced bore

brass 
nickel-
plated

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

3/2-Way L-Pneumatic Ball Valve - single-acting
L-bore - overall sealed - not free of overlapping- reduced bore

brass 
nickel-
plated

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

20300510 K-PNK-D390-1/4-T-32-MSv G1/4 10 30 DA32 1
20300511 K-PNK-D390-3/8-T-MSv G3/8 10 30 DA32 1
20300512 K-PNK-D390-1/2-T-MSv G1/2 14 30 DA32 1
20300513 K-PNK-D390-3/4-T-MSv G3/4 19 30 DA42 1
20300514 K-PNK-D390-1-T-MSv G1 24 20 DA52 1
20300515 K-PNK-D390-1 1/4-T-MSv G1¼ 30 20 DA52 1
20300516 K-PNK-D390-1 1/2-T-MSv G1½ 38 16 DA63 1
20300517 K-PNK-D390-2-T-MSv G2 48 16 DA63 1

20300520 K-PNK-S390-1/4-T-32-MSv G1/4 10 30 SR52 1
20300521 K-PNK-S390-3/8-T-MSv G3/8 10 30 SR52 1
20300522 K-PNK-S390-1/2-T-MSv G1/2 14 30 SR52 1
20300523 K-PNK-S390-3/4-T-MSv G3/4 19 30 SR63 1
20300524 K-PNK-S390-1-T-MSv G1 24 20 SR63 1
20300525 K-PNK-S390-1 1/4-T-MSv G1¼ 30 20 SR63 1
20300526 K-PNK-S390-1 1/2-T-MSv G1½ 38 16 SR75 1
20300527 K-PNK-S390-2-T-MSv G2 48 16 SR75 1

20300640 K-PNK-D380-1/4-L-MSv G1/4 10 30 DA32 1
20300641 K-PNK-D380-3/8-L-MSv G3/8 10 30 DA32 1
20300642 K-PNK-D380-1/2-L-MSv G1/2 14 30 DA32 1
20300643 K-PNK-D380-3/4-L-MSv G3/4 19 30 DA42 1
20300644 K-PNK-D380-1-L-MSv G1 24 20 DA52 1
20300645 K-PNK-D380-1 1/4-L-MSv G1¼ 30 20 DA52 1
20300646 K-PNK-D380-1 1/2-L-MSv G1½ 38 16 DA63 1
20300647 K-PNK-D380-2-L-MSv G2 48 16 DA63 1

20300680 K-PNK-S380-1/4-L-MSv G1/4 10 30 SR52 1
20300681 K-PNK-S380-3/8-L-MSv G3/8 10 30 SR52 1
20300682 K-PNK-S380-1/2-L-MSv G1/2 14 30 SR52 1
20300683 K-PNK-S380-3/4-L-MSv G3/4 19 30 SR63 1
20300684 K-PNK-S380-1-L-MSv G1 24 20 SR63 1
20300685 K-PNK-S380-1 1/4-L-MSv G1¼ 30 20 SR63 1
20300686 K-PNK-S380-1 1/2-L-MSv G1½ 38 16 SR75 1
20300687 K-PNK-S380-2-L-MSv G2 48 16 SR75 1



164 Technical and visual modifications are reserved.

Series K21

K21

3/2-Way Pneumatic Ball Valve-L+T	 stainless steel
reduced bore, double-acting - single-acting , pressure connections all sides

Technical data ball valve 
 
Design	 :	 ball valve with floating precision ball in PTFE-shells 
Operating	 :	 pneumatical with 5/2-way valve or 3/2-way valve 
Thread	 :	 G1/4 up to G3 Withworth pipe thread BSP 
Mounting position	 :	 optional 
Operating pressure	 :	 see table 
Control pressure	 :	 max. 10 bar 
Temperature range	 :	 -20°C up to +160°C (pressure dependent) 
Mounting 	 :	 flange mounting, moulded at the ball valve. 
		  By that no mismatch from the actuator to the ball valve. 
Flow direction	 :	 optional 
Medium	 :	 aggressive media (Please pay attention to the schedule of resistances!))

housing	 ball	 control shaft

stainless steel 1.4408	 stainless steel 1.4401	 stainless steel 1.4401

ball sealing	 control shaft sealing:	

PTFE	 PTFE /FKM

Dimensions

Function ball valve							       Function control valve 
 
3/2-Wege double-acting	 - D:						      5/2-way Namur-valve

3/2-Way single-acting - NG:						      3/2-way valve NG

3/2-Way single-acting - NO:						      3/2-way valve NG

A B C D E F G

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

1/2 119 131 28,5 30 36,5 41,5 68 68 122 147 34 34
3/4 134,5 150 30 36 41,5 47 88 88 147 168 44 44
1 141 156,5 30 36 41,5 47 90 90 147 168 45 45

1 1/4 161,5 173,5 36 42 47 53 105 105 168 184 52,5 52,5
1 1/2 171 192,3 36 46 47 57 120 120 168 204 60 60

2 192 209 42 50 53 61 140 140 184 262 70 70
2 1/2 229,3 253,5 46 57,5 57 64 185 185 204 268 92,5 92,5
3-L 285 285 67,5 67,5 74,5 74,5 205 205 301 301 102,5 102,5
3-T 263 285 57,5 67,5 64 74,5 205 205 268 301 102,5 102,5

C D

B

G

AE

F
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Series K21

K21

3/2-Way Pneumatic Ball Valve-L+T	 stainless steel
reduced pass, double-acting - single-acting, pressure connections all sides

-	 overall sealed 
-	 pressure connection 
	 possible on all sides
-	 motion of rotation max. 90° 
-	 8 controller positions are 
	 possible by moving the 
	 rotary drive for four times 
	 position

Schaltstellungen  L-bore

Schaltstellungen T-bore

Position 4Position 3Position 2Position 1
(default)

Position 3Position 2

-	 overall sealed 
-	 pressure connection 
	 possible on all sides
-	 motion of rotation max. 90° 
-	 6 controller positions are 
	 possible by moving the rotary 
	 drive for three times position

3/2-Way Pneumatic Ball Valve- double-acting
T-bore- overall sealed - not free of overlapping- reduced bore

stainless 
steel

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

Position 1
(default)

20300710 K-PNK-D890-1/2-T-VA G1/2 12 63 DA42 1
20300711 K-PNK-D890-3/4-T-VA G3/4 15 63 DA52 1
20300712 K-PNK-D890-1-T-VA G1 20 63 DA52 1
20300713 K-PNK-D890-1 1/4-T-VA G1¼ 25 63 DA63 1
20300714 K-PNK-D890-1 1/2-T-VA G1½ 32 50 DA63 1
20300715 K-PNK-D890-2-T-VA G2 43 50 DA75 1
20300716 K-PNK-D890-2 1/2-T-VA G2½ 55 50 DA83 1
20300717 K-PNK-D890-3-T-VA G3 66 50 DA105 1

3/2-Way Pneumatic Ball Valve- single-acting
T-bore- overall sealed - not free of overlapping- reduced bore

stainless 
steel

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

3/2-Wege-L-Pneumatic Ball Valve - double-acting
L-bore - overall sealed - not free of overlapping- reduced bore

stainless 
steel

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

20300810 K-PNK-D880-1/2-L-VA G1/2 12 63 DA42 1
20300811 K-PNK-D880-3/4-L-VA G3/4 15 63 DA52 1
20300812 K-PNK-D880-1-L-VA G1 20 63 DA52 1
20300813 K-PNK-D880-1 1/4-L-VA G1¼ 25 63 DA63 1
20300814 K-PNK-D880-1 1/2-L-VA G1½ 32 50 DA63 1
20300815 K-PNK-D880-2-L-VA G2 43 50 DA75 1
20300816 K-PNK-D880-2 1/2-L-VA G2½ 55 50 DA83 1
20300817 K-PNK-D880-3-L-VA G3 66 50 DA125 1

3/2-Wege-L-Pneumatic Ball Valve - single-acting
L-bore - overall sealed - not free of overlapping- reduced bore

stainless 
steel

order-no. type thread
DN 
mm

PN 
bar

actuator VPE

20300820 K-PNK-S880-1/2-L-VA G1/2 12 63 SR52 1
20300821 K-PNK-S880-3/4-L-VA G3/4 15 63 SR63 1
20300822 K-PNK-S880-1-L-VA G1 20 63 SR63 1
20300823 K-PNK-S880-1 1/4-L-VA G1¼ 25 63 SR75 1
20300824 K-PNK-S880-1 1/2-L-VA G1½ 32 50 SR83 1
20300825 K-PNK-S880-2-L-VA G2 43 50 SR92 1
20300826 K-PNK-S880-2 1/2-L-VA G2½ 55 50 SR105 1
20300827 K-PNK-S880-3-L-VA G3 66 50 SR125 1

20300720 K-PNK-S890-1/2-T-VA G1/2 12 63 SR52 1
20300721 K-PNK-S890-3/4-T-VA G3/4 15 63 SR63 1
20300722 K-PNK-S890-1-T-VA G1 20 63 SR63 1
20300723 K-PNK-S890-1 1/4-T-VA G1¼ 25 63 SR75 1
20300724 K-PNK-S890-1 1/2-T-VA G1½ 32 50 SR83 1
20300725 K-PNK-S890-2-T-VA G2 43 50 SR92 1
20300726 K-PNK-S890-2 1/2-T-VA G2½ 55 50 SR105 1
20300727 K-PNK-S890-3-T-VA G3 66 50 SR125 1
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Series K21

K21

2/2-Way-Pneumatic Compakt Ball Valve	 stainless
2-piece, full pass, double-acting - single-acting	 steel

Technical Data ball valve

Design	 :	 ball valve with floating precision ball in PTFE-shells 
Operating	 :	 pneumatical with 5/2-way valve or 3/2-way valve 
Mounting position	 :	 optional 
Operating pressure	 :	 see table 
Control pressure	 :	 max. 10 bar 
Temperature range	 :	 -20°C up to +160°C (pressure dependent) 
Mounting	 :	 flange mounting, moulded at the ball valve. 
		  By that no mismatch from the actuator to the ball valve. 
Flow direction	 :	 optional 
Medium	 :	 aggressive media ((Please pay attention to the schedule of resistances!))

housing	 ball	 control shaft

stainless steel 1.4408	 stainless steel 1.4401	 stainless steel 1.4401

ball sealing	 control shaft sealing:	 o-ring

PTFE	 PTFE / FKM	 FKM

Dimensions

Function ball valve						      Function control valve

2/2-Wege double-acting - D:						      5/2-way Namur-valve

2/2-Way single-acting - NG:						      3/2-way valve NG

2/2-Way single-acting - NO:						      3/2-way valve NG

A B C D E F

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

double-
acting

single-
acting

DN15 133,5 140,5 22,5 30 22,5 41,5 42 42 142 147
DN20 131 143 28,5 30 36,5 41,5 44 44 122 147
DN25 140 167,5 28,5 36 36,5 47 50 50 122 168
DN32 164 191,5 30 42 41,5 53 60 60 147 184
DN40 186 207,3 36 46 47 57 65 65 168 204
DN50 191,5 212,8 36 46 47 57 80 80 168 204
DN65 231,8 239,5 46 50 57 61 110 110 204 262
DN80 243,8 268 46 57,5 57 64 120 120 204 268

DN100 283 305 57,5 67,5 64 74,5 150 150 268 301
DN125 328 367 57,5 75 64 77 180 180 268 390
DN150 382 407 75 87 77 87 225 225 390 458

E

D
N

ø
G

F C D

B
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Series K21

K21

2/2-Way-Pneumatic Compakt Ball Valve	 stainless
2-piece, full pass, double-acting - single-acting	 steel

20310325 K-PKK-D835-15-VA 15 16 DA32 1
20310326 K-PKK-D835-20-VA 20 16 DA42 1
20310327 K-PKK-D835-25-VA 25 16 DA42 1
20310328 K-PKK-D835-32-VA 32 16 DA52 1
20310329 K-PKK-D835-40-VA 40 16 DA63 1
20310330 K-PKK-D835-50-VA 50 16 DA63 1
20310331 K-PKK-D835-65-VA 65 16 DA83 1
20310332 K-PKK-D835-80-VA 80 16 DA83 1
20310333 K-PKK-D835-100-VA 100 16 DA105 1
20310334 K-PKK-D835-125-VA 125 16 DA105 1
20310335 K-PKK-D835-150-VA 150 16 DA140 1

20310340 K-PKK-S835-15-VA 15 16 SR52 1
20310341 K-PKK-S835-20-VA 20 16 SR52 1
20310342 K-PKK-S835-25-VA 25 16 SR63 1
20310343 K-PKK-S835-32-VA 32 16 SR75 1
20310344 K-PKK-S835-40-VA 40 16 SR83 1
20310345 K-PKK-S835-50-VA 50 16 SR83 1
20310346 K-PKK-S835-65-VA 65 16 SR92 1
20310347 K-PKK-S835-80-VA 80 16 SR105 1
20310348 K-PKK-S835-100-VA 100 16 SR125 1
20310349 K-PKK-S835-125-VA 125 16 SR140 1
20310350 K-PKK-S835-150-VA 150 16 SR160 1

2/2-Way-Pneumatic Compact Ball Valve - double-acting
2-piece, full pass, flange plate ISO 5211- flange connection DIN 2633

stainless 
steel

order-no. type
DN 
mm

PN 
bar

actuator VPE

2/2-Way-Pneumatic Compact Ball Valve - single-acting
2-piece, full pass, flange plate ISO 5211- flange connection DIN 2633

stainless 
steel

order-no. type
DN 
mm

PN 
bar

actuator VPE
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Series K21

K21

Endschalterbox - Mini - elektromeschanisch 
2x elektromechanische Endschalter - Öffner / Schließer - 3 Leiter

Polycarbonat

order-no. type VPE

Anschlussbild

Endschalterbox - Small - elektromeschanisch 
2x elektromechanische Endschalter - Öffner / Schließer - 3 Leiter

Aluminium  
pulverbeschichtet

order-no. type VPE

Anschlussbild

Universelle Montagebrücke 
Höhen- und Weitenverstellbar - Design U-Form  - ISO 5211 F05

order-no. type VPE

housing	 Welle	 Optische Anzeige

Aluminium pulverbeschichtet	 stainless steel	 Kunststoff

Schutzart	 Anzahl Leiter	  Spannung   	 Stromstärke 	 Temperature range 
 
IP 67 	 3 Leiter	 24V - 250V	 max. 5A  	 -20°C up to + 80°C	

housing	 Welle	 Optische Anzeige

Polycarbonat	 Polyamid schwarz	 Vestamid ®

Anzahl Leiter	  	 Spannung   	 Stromstärke 	 Temperature range

3 Leiter		  24V-250V	 max. 2,5A	 -20°C up to + 80°C

Endschalterboxen
Elektromechanisch

35271105 ZA-MES-Box-KU 1

35271100 ZA-ES-Box-90° 1

35271109 ZA-ZUB-ES-Box-90° 1




