
Function Technical Data

Safety Valves
adjustable safety valves
TÜV-certified

Housing

sealing

Operating 
pressure

temperaturee 

Medium

brass

up to 12 bar NBR, from 13 bar FKM

see table 

NBR -10°C up to +90°C, 			 
FKM -10°C up to +250°C

compressed air and neutral gases

Safety Valves 

are used for safeguarding a 
maximum working pressure in 
compressed air systems.

If the adjusted pressure at the 
valve is exceeded, the valve 
opens and blows off as long as 
the adjusted pressure plus the 
hysteresis are reached again.

TÜV-certified safety valves are 
adjusted according to customer’s 
information and officially sealed.

Safety valves for steam or liquids 
are available on request.

SERIES 

L20 
L21

Assembly

Before mounting the 
delivered safety valves 
please check the adjusted 
pressure range.
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L20
L21

price query on:
pneumatikshop.de



196 Technical and visual modifications are reserved.

Series L20

L20

Application: A safety valve is a fitting that with automatic opening prevents the exceeding of a predetermined
overpressure and after decreasing the pressure closes automatically.

housing			  sealing			   spring

brass			  NBR up to 12 bar, FKM from 13 bar	 stainless steel

seat nominal width	 :	 G1/8	 G1/4	 G3/8	 G1/2

		  6 mm       	 7 mm	 10 mm	 11 mm

R

P

Safety Valve - adjustable
male thread

brass

Order-no. type thread C max. SW
adjustment 
range in bar

VPE

blow off capacity [l/min]
pressure [bar] G1/8 and G1/4 G3/8 G1/2 pressure [bar]    G1/8 & G1/4 G3/8 G1/2

1 123 311 531 10 3040 5804 8015
2 185 519 1062 11 3464 6856 8949
3 333 866 1593 12 3665 7812 10095
4 507 1299 2125 13 3741 9342 10601
5 875 1918 2655 14 3873 9682 11296
6 1234 2645 3186 15 4000 10000 12050
7 1602 3441 3717 16 4604 11056 12804
8 2350 4200 4250 17 - 12012 13604
9 2690 4980 5955 18 - 12968 14419

Technical data	

Adjustment range	 :	 see table 
		  temperature	:	 -10°C up to +250°C 
Medium 	 :	 compressed air and similar neutral gases

21180600 L-SVL-E-1/8-0-2-MS G1/8 39 15 0  -  2 10
21180601 L-SVL-E-1/8-3-7-MS G1/8 39 15 3  -  7 10
21180602 L-SVL-E-1/8-8-12-MS G1/8 39 15 8 - 12 10
21180604 L-SVL-E-1/4-0-2-MS G1/4 39 15 0  -  2 10
21180606 L-SVL-E-1/4-3-7-MS G1/4 39 15 3  -  7 10
21180607 L-SVL-E-1/4-8-12-MS G1/4 39 15 8 - 12 10
21180610 L-SVL-E-3/8-0-12-MS G3/8 58 20 0 - 12 10
21180612 L-SVL-E-1/2-0-12-MS G1/2 59 22 0  -  7 10
21180613 L-SVL-E-1/2-8-12-MS G1/2 59 22 8 - 12 10

	Safety Valve - adjustable	 brass
	male thread
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Series L21

L21

housing				   sealing				   spring

brass				   FKM or VMQ (silicone)			   spring steel, rust-protected 
				   (Silicone at pressures up to 2,5 bar)

Application: A safety valve is a fitting that with automatic opening prevents the exceeding of a predetermined
overpressure and after decreasing the pressure closes automatically.

seat nominal width	 :	 G1/4	 G3/8	 G1/2

		  8 mm	 8 mm	 8 mm 

Technical data	

Adjustment range	 :	 see table 
Temperature	 :	 max. 200°C  
Medium 	 :	 compressed air and similar neutral gases

R

P

Safety Valve - TÜV-certified - fixed adjusted
male thread

brass

Order-no. type thread
adjustment range 

in bar
VPE

blow off capacity [l/min] 
pressure [bar] G1/4 and G3/8 and G1/2 pressure [bar] G1/4 and G3/8 and G1/2

0,5 666 9 4733
1 916 10 5216
2 1383 12 6183
3 1866 14 7133
4 2350 16 8083
5 2816 18 9050
6 3300 20 10016
7 3766 22 10983
8 4250 25 12366

Dimensions and data depending on dimensions:

thread connection pressure range H I torque SW d1

G 1/4
0,3 - 9,3 bar 72 mm 10 mm 14 Nm 22 mm 21,8 mm

9,4 - 21,0 bar 81 mm 10 mm 14 Nm 22 mm 21,8 mm
21,1 - 47,0 bar 88 mm 10 mm 14 Nm 24 mm 23,8 mm

G 3/8
0,3 - 9,3 bar 72 mm 10 mm 40 Nm 22 mm 21,8 mm

9,4 - 21,0 bar 81 mm 10 mm 40 Nm 22 mm 21,8 mm
21,1 - 47,0 bar 88 mm 10 mm 40 Nm 24 mm 23,8 mm

G 1/2
0,3 - 9,3 bar 73 mm 12 mm 65 Nm 27 mm 26,8 mm

9,4 - 21,0 bar 82 mm 12 mm 65 Nm 27 mm 26,8 mm
21,1 - 47,0 bar 90 mm 12 mm 65 Nm 27 mm 26,8 mm

21180621-1.8BAR L-SVL-TÜV-1/4-1,8-MS 1/4" 1,8 1
21180621-3.5BAR L-SVL-TÜV-1/4-3,5-MS 1/4" 3,5 1
21180621-4.0BAR L-SVL-TÜV-1/4-4-MS 1/4" 4,0 1
21180621-6.0BAR L-SVL-TÜV-1/4-6-MS 1/4" 6,0 1
21180621-10.0BAR L-SVL-TÜV-1/4-10-MS 1/4" 10,0 1
21180622-0.5BAR L-SVL-TÜV-3/8-0,5-MS 3/8" 0,5 1
21180622-1.0BAR L-SVL-TÜV-3/8-1,0-MS 3/8" 1,0 1
21180622-2.5BAR L-SVL-TÜV-3/8-2,5-MS 3/8" 2,5 1
21180622-8.0BAR L-SVL-TÜV-3/8-8-MS 3/8" 8,0 1
21180622-9BAR L-SVL-TÜV-3/8-9,0-MS 3/8" 9,0 1
21180623-3.5BAR L-SVL-TÜV-1/2-3,5-MS 1/2" 3,5 1
21180623-10BAR L-SVL-TÜV-1/2-10-MS 1/2" 10,0 1
21180623-11BAR L-SVL-TÜV-1/2-11-MS 1/2" 11,0 1
21180623-16BAR L-SVL-TÜV-1/2-16-MS 1/2" 16,0 1

Other pressure ranges available on request, minimum order quantity 10 pieces!

	Safety Valve - TÜV-certified - fixed adjusted	 brass
	male thread



        Series L20 
        Series L21

notes
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