
Function Technical data

Quick couplings
NW  2,5
NW  5
NW  7,2

Quick couplings and 
Push-in nipples 

are used where lines are often cut 
or changed.

With push-in nipples they easily 
can be connected and disconnect-
ed. In disconnected state the flow 
in the coupling is automatically 
blocked.

SERIES

L40
Assembly

	The coupling has to be 
	 mounted always at the air 
	 supplied side

207

The specifications are assigned to the
respective article in the catalog.

Application: typical pneumatic applications

L40

price query on:

pneumatikshop.de
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Quick couplings NW 2,5
single sided blocked	

Application: Quick couplings and push-in nipples are used where several lines are often cut or changed.
They quickly can be connected or disconnected with the push-in nipples. In disconnected state the flow in the
coupling is automatically blocked.

housing	 sealing	 spring

brass nickel plated	 NBR	 stainless steel

Technical data	

Operating pressure	 :	 0 up to 10 bar
Vacuum	 :	 rough vacuum 
Temperature range	 :	 -18°C up to +80°C
Flow rate	 :	 at 6 bar approx. 320 Nl/min

Coupling with male thread NW 2,5
brass nickel 

plated

Order-no. type thread B C D SW VPE

Coupling with female thread NW 2,5
brass nickel 

plated

Order-no. type thread B C D SW VPE

Coupling with union nut NW 2,5 brass nickel plated

Order-no. type hose ø C D SW VPE

Coupling with hose nozzle NW 2,5 brass nickel plated

Order-no. type hose ø C D SW VPE

21300900 L-KA2-1/8-MSv G1/8 6 32 13 11 10

21300901 L-KI2-1/8-MSv G1/8 7,5 34 13 12 10

21300902 L-KM2-4/2.7-MSv 4/2,7 39,0 13 11 10
21300903 L-KM2-6/4-MSv 6/4,0 40,5 13 11 10

21300904 L-KT2-4-MSv 4 46,5 13 11 10
21300905 L-KT2-6-MSv 6 46,5 13 11 10
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Male coupling NW 2,5	

Application: Quick couplings and push-in nipples are used where several lines are often cut or changed.
They quickly can be connected or disconnected with the push-in nipples. In disconnected state the flow in the
coupling is automatically blocked.

housing	 sealing	 spring

brass nickel plated	 NBR	 stainless steel

Technical data	

Operating pressure	 :	 0 up to 10 bar
Vacuum	 :	 rough vacuum 
Temperature range	 :	 -18°C up to +80°C
Flow rate	 :	 at 6 bar approx. 320 Nl/min

Male coupling with male thread NW 2,5
brass 
nickel 
plated

Order-no. type thread B C SW VPE

Male coupling with union nut NW 2,5
brass nickel 

plated

Order-no. type hose ø C SW VPE

Male coupling with hose nozzle NW 2,5
brass nickel 

plated

Order-no. type hose ø C D VPE

Male coupling with female thread NW 2,5
brass 
nickel  
lated

Order-no. type thread B C SW VPE

21300906 L-SA2-1/8-MSv G1/8 6 26,5 11 10

21300907 L-SI2-1/8-MSv G1/8 7,5 25 12 10

21300908 L-SM2-4/2.7-MSv 4/2,7 32,5 11 10
21300909 L-SM2-6/4-MSv 6/4,0 34,0 11 10

21300910 L-ST2-4-MSv 4 38,5 11 10
21300911 L-ST2-6-MSv 6 38,5 11 10
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Technical data		

Operating pressure	 :	 0 up to 35 bar
Vacuum	 :	 rough vacuum
Temperature range	 :	 -20°C up to +100°C
Flow rate	 :	 at 6 bar approx. 650 Nl/min

Quick couplings NW 5
single sided blocked	

Application: Quick couplings and push-in nipples are used where several lines are often cut or changed.
They quickly can be connected or disconnected with the push-in nipples. In disconnected state the flow in the
coupling is automatically blocked.

housing	 sealing	 spring

brass	 NBR	 stainless steel 1.4034

brass nickel plated on request!

Coupling with male thread NW 5 brass

Order-no. type thread B L D SW VPE

brass nickel plated on request!

Coupling with female thread NW 5 brass

Order-no. type thread B L D SW VPE

brass nickel plated on request!

Coupling with hose nozzle NW 5 brass

Order-no. type hose inner ø L L1 D VPE

Coupling with union nut NW 5 brass

Order-no. type hose ø L D SW VPE

brass nickel plated on request!

21331007 L-KA5-1/8-MS G1/8 7 36 17 14 10
21333009 L-KA5-3/8-MS G3/8 9 38 17 19 10
21337008 L-KA5-1/4-MS G1/4 9 38 17 17 10

21338032 L-KI5-1/8-MS G1/8 9 36 17 14 10
21334033 L-KI5-1/4-MS G1/4 9 38 17 17 10
21330034 L-KI5-3/8-MS G3/8 10 38 17 19 10

21339058 L-KT5-6-MS 6 46 17 17 10
21331062 L-KT5-9-MS 9 47 17 17 10

21336108 L-KM5-6/4-MS 6/4 41 16 14 10
21337110 L-KM5-8/6-MS 8/6 41 16 14 10
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Male coupling NW 5 

Technical data	

Operating pressure	 :	 0 up to 35 bar
Vacuum	 :	 rough vacuum
Temperature range	 :	 -20°C up to +100°C
Flow rate	 :	 at 6 bar approx. 650 Nl/min

Application: Quick couplings and push-in nipples are used where several lines are often cut or changed.
They quickly can be connected or disconnected with the push-in nipples. In disconnected state the flow in the
coupling is automatically blocked.

housing	 sealing	 spring

brass	 NBR	 stainless steel 1.4034

Male coupling with male thread NW 5 brass

Order-no. type thread B L L1 SW VPE

brass nickel plated on request!

Male coupling with female thread NW 5 brass

Order-no. type thread B L L1 SW VPE

brass nickel plated on request!

Male coupling with hose nozzle NW 5 brass

Order-no. type hose ø L L1 L2 VPE

brass nickel plated on request!

Male coupling with union nut NW 5 brass

Order-no. type hose ø L L1 VPE

brass nickel plated on request!

21335257 L-SA5-1/8-MS G1/8 7 25,0 13,5 14 10
21331258 L-SA5-1/4-MS G1/4 9 27,5 13,5 17 10

21331282 L-SI5-1/8-MS G1/8 9 25 13,5 13 10
21337283 L-SI5-1/4-MS G1/4 10 26 13,5 17 10
21333284 L-SI5-3/8-MS G3/8 9 26 13,5 19 10

21333308 L-ST5-6-MS 6 32 13,5 16,5 10
21339312 L-ST5-9-MS 9 38 13,5 23,0 10

21330333 L-SM5-6/4-MS 6/4 32 14 10
21332335 L-SM5-8/6-MS 8/6 32 14 10
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Quick couplings NW 7,2
single sided blocked	

Application: Quick couplings and push-in nipples are used where several lines are often cut or changed.
They quickly can be connected or disconnected with the push-in nipples. In disconnected state the flow in
the coupling is automatically blocked.

housing	 sealing	 spring

brass MS 58	 Perbunan	 stainless steel 1.4301

Technical data	

Operating pressure	 :	 0 up to 35 bar
Vacuum	 :	 rough vacuum
Temperature range	 :	 -20°C up to +100°C
Flow rate	 :	 at 6 bar approx. 1100 Nl/min

Coupling with male thread NW 7,2 brass

Order-no. type thread B L D SW VPE

brass nickel plated on request!

Coupling with female thread NW 7,2 brass

Order-no. type thread L1 L D SW VPE

brass nickel plated on request!

Coupling with hose nozzle NW 7,2 brass

Order-no. type hose inner ø L L1 D VPE

brass nickel plated on request!

Coupling with union nut NW 7,2 brass

Order-no. type hose ø L D SW VPE

brass nickel plated on request!

Coupling with kink protection spring NW 7,2 brass

Order-no. type hose ø L D SW VPE

brass nickel plated on request!

21386007 L-KA7-1/8-MS G1/8 7 38 27 22 10
21382008 L-KA7-1/4-MS G1/4 9 40 27 22 10
21388009 L-KA7-3/8-MS G3/8 9 41 27 22 10
21383010 L-KA7-1/2-MS G1/2 10 41 27 24 10

21383032 L-KI7-1/8-MS G1/8 9,0 41 27 22 10
21389033 L-KI7-1/4-MS G1/4 10,5 41 27 22 10
21385034 L-KI7-3/8-MS G3/8 10,5 41 27 22 10
21381035 L-KI7-1/2-MS G1/2 10,5 41 27 24 10

21384058 L-KT7-6-MS 6 55 25 27 10
21386062 L-KT7-9-MS 9 55 25 27 10
21388064 L-KT7-13-MS 13 55 25 27 10

21382110 L-KM7-8/6-MS 8/6 44 27 22 10
21383113 L-KM7-10/8-MS 10/8 48 27 22 10
21383114 L-KM7-12/9-MS 12/9 48 27 22 10

21380135 L-KMF7-8/6-MS 8/6 130 27 22 10
21385138 L-KMF7-10/8-MS 10/8 140 27 22 5
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Technical data	

Operating pressure	 :	 0 up to 35 bar
Vacuum	 :	 rough vacuum
Temperature range	 :	 -20°C up to +100°C
Flow rate	 :	 at 6 bar approx. 1100 Nl/min

Male coupling NW 7,2

Application: Quick couplings and push-in nipples are used where several lines are often cut or changed.
They quickly can be connected or disconnected with the push-in nipples. In disconnected state the flow in the
coupling is automatically blocked.

housing	 sealing	 spring

brass MS 58	 Perbunan	 stainless steel 1.4301

Male coupling with male thread NW 7,2 brass

Order-no. type thread B L L1 SW VPE

brass nickel plated on request!

Male coupling with hose nozzle NW 7,2 brass

Order-no. type hose inner ø L L1 L2 VPE

brass nickel plated on request!

Male coupling with union nut NW 7,2 brass

Order-no. type hose ø L L1 VPE

brass nickel plated on request!

Male coupling with kink protection spring  NW 7,2 brass

Order-no. type hose ø L L1 SW VPE

brass nickel plated on request!

21380257 L-SA7-1/8-MS G1/8 7 30 20 13 10
21386258 L-SA7-1/4-MS G1/4 9 33 20 17 10
21382259 L-SA7-3/8-MS G3/8 9 33 20 19 10
21383260 L-SA7-1/2-MS G1/2 10 33 20 24 10

21388308 L-ST7-6-MS 6 43 20 24 10
21384312 L-ST7-9-MS 9 43 20 24 10
21386314 L-ST7-13-MS 13 45 20 23 10

21385333 L-SM7-6/4-MS 6/4 38 20 10
21387335 L-SM7-8/6-MS 8/6 38 20 10
21382338 L-SM7-10/8-MS 10/8 43 20 10

21380358 L-SMF7-6/4-MS 6/4 115 20 - 10
21387360 L-SMF7-8/6-MS 8/6 120 20 - 10
21388363 L-SMF7-10/8-MS 10/8 130 20 17 10
21383366 L-SMF7-12/9-MS 12/9 140 20 17 10

L

SW

B L1

G

Ø 12 mm 

Male coupling with female thread NW 7,2 brass

Order-no. type thread B L L1 SW VPE

brass nickel plated on request!

21386282 L-SI7-1/8-MS G1/8 9 31 20 13 10
21382283 L-SI7-1/4-MS G1/4 10 33 20 17 10
21388284 L-SI7-3/8-MS G3/8 10 33 20 19 10
21384285 L-SI7-1/2-MS G1/2 12 35 20 24 10
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Camlock Coupling

Application: Camlock couplings consist of a male and a female part which are brought together and locked 
with the help of a lever.

Areas of application for this coupling system are e.g:
Construction, food and steel industries, agriculture, pumps and also air and water pipes.

housing	 sealing	

brass	 NBR

Technical data	

Operating pressure	 :	 0 up to 16 bar
Temperature range	 :	 0 up to +60°C 

Camlock Coupling - female part type B male thread brass

Order-no. type thread VPE

Camlock Coupling - female part type C with hose nozzle brass

Order-no. type thread VPE

Camlock Coupling - female part locking cap type DC brass

Order-no. type thread VPE

Camlock Coupling - female part type D with female thread brass

Order-no. type thread VPE

21389200 L-KAM-KA-1/2-MS G1/2 1
21389201 L-KAM-KA-3/4-MS G3/4 1
21389202 L-KAM-KA-1-MS G1 1
21389203 L-KAM-KA-1 ¼-MS G1¼ 1
21389204 L-KAM-KA-1 ½-MS G1½ 1
21389205 L-KAM-KA-2-MS G2 1

21389210 L-KAM-KT-1/2-MS G1/2 1
21389211 L-KAM-KT-3/4-MS G3/4 1
21389212 L-KAM-KT-1-MS G1 1
21389213 L-KAM-KT-1 ¼-MS G1¼ 1
21389026 L-KAM-KT-1 ½-MS G1½ 1
21389215 L-KAM-KT-2-MS G2 1

21389220 L-KAM-KI-1/2-MS G1/2 1
21389221 L-KAM-KI-3/4-MS G3/4 1
21389222 L-KAM-KI-1-MS G1 1
21389223 L-KAM-KI-1 ¼-MS G1¼ 1
21389224 L-KAM-KI-1 ½-MS G1½ 1
21389225 L-KAM-KI-2-MS G2 1

21389230 L-KAM-VK-1/2-MS G1/2 1
21389231 L-KAM-VK-3/4-MS G3/4 1
21389232 L-KAM-VK-1-MS G1 1
21389233 L-KAM-VK-1 ¼-MS G1¼ 1
21389234 L-KAM-VK-1 ½-MS G1½ 1
21389235 L-KAM-VK-2-MS G2 1
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Camlock Coupling - male part type F male thread brass

Order-no. type thread VPE

Camlock Coupling

Camlock Coupling - male part type A with female thread brass

Order-no. type thread VPE

Camlock Coupling - male part type E mit hosestutzen brass

Order-no. type thread VPE

Camlock Coupling - male part sealing plug type DP brass

Order-no. type thread VPE

21389039 L-KAM-SA-1/2-MS G1/2 1
21389261 L-KAM-SA-3/4-MS G3/4 1
21389262 L-KAM-SA-1-MS G1 1
21389263 L-KAM-SA-1 ¼-MS G1¼ 1
21389264 L-KAM-SA-1 ½-MS G1½ 1
21389150 L-KAM-SA-2-MS G2 1

21389035 L-KAM-SI-1/2-MS G1/2 1
21389191 L-KAM-SI-3/4-MS G3/4 1
21389192 L-KAM-SI-1-MS G1 1
21389193 L-KAM-SI-1 ¼-MS G1¼ 1
21389025 L-KAM-SI-1 ½-MS G1½ 1
21389195 L-KAM-SI-2-MS G2 1

21389250 L-KAM-ST-1/2-MS G 1/2 1
21389251 L-KAM-ST-3/4-MS G3/4 1
21389252 L-KAM-ST-1-MS G1 1
21389253 L-KAM-ST-1 ¼-MS G1¼ 1
21389254 L-KAM-ST-1 ½-MS G1½ 1
21389255 L-KAM-ST-2-MS G2 1

21389240 L-KAM-VS-1/2-MS G1/2 1
21389241 L-KAM-VS-3/4-MS G3/4 1
21389242 L-KAM-VS-1-MS G1 1
21389243 L-KAM-VS-1 ¼-MS G1¼ 1
21389244 L-KAM-VS-1 ½-MS G1½ 1
21389245 L-KAM-VS-2-MS G2 1
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Claw couplingen

Application: 
Claw couplings are used when flexible connecting elements are required. This coupling system is therefore 
suitable for a large number of applications, such as: 
Industry and environmental technology, crafts, gardening and landscaping, domestic water technology and 
much more. 

housing	 sealing	

brass	 NBR

Technical data	

Operating pressure	 : 0 up to 16 bar 
Temperature range	 : 0°C up to +60°C 

Claw coupling - male thread brass

Order-no. type thread VPE

Claw coupling - with female thread brass

Order-no. type thread VPE

Claw coupling - Tülle brass

Order-no. type thread VPE

Claw coupling - blind coupling brass

Order-no. type VPE

21490858 L-KKI-3/8-MS G3/8 10
21490859 L-KKI-1/2-MS G1/2 10
21490861 L-KKI-3/4-MS G3/4 10
21490860 L-KKI-1-MS G 1 10
21490864 L-KKI-1 1/4-MS G1¼ 10
21490865 L-KKI-1 1/2-MS G1½ 10

21490840 L-KKT-10-MS 10 10
21490841 L-KKT-13-MS 13 10
21490842 L-KKT-16-MS 16 10
21490850 L-KKT-19-MS 19 10
21490855 L-KKT-25-MS 25 10
21490843 L-KKT-32-MS 32 10
21490844 L-KKT-38-MS 38 10

21490870 L-KKB-MS 10

21490849 L-KKA-3/8-MS G3/8 10
21490851 L-KKA-3/4-MS G3/4 5
21490854 L-KKA-1 1/4-MS G1¼ 10
21490856 L-KKA-1 1/2-MS G1½ 10


